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This thesis deals with various aspects related to the design and optimization
of fast switching valves used in Digital Displacement R© machines. Here, the
focus is primarily on developing model-based methods to predict the fluid
dynamics during valve switching, because this is essential for predicting the
performance of such machines.
The need for more detailed simulation tools is related to the time consum-
ing process of developing new technologies/products in hydraulic systems.
This applies to both performance and durability. One of the latest proposals
for a more efficient pump technology has therefore driven the motivation for
developing design methodologies and prototypes of so-called "digital valves".
Based on a valve concept and state-of-the-art design methodologies, a
set of equations has been established to describe the motion of the valve
plunger. The method is based on an interaction between equations solved
analytically and numerically, to describe the influence of the flow geometry
on the switching time and the fluid dynamic energy loss. During the opti-
mization process, the simpler models are used to find a dimensioning that
fits the purpose. Here, there is special focus on mechanisms that lower the
speed of the plunger before it is stopped by the valve seat.
The primary conclusions regarding the flow geometry are drawn on the
basis of transient and dynamic CFD simulations. The formulation of this
simulation model is novel in the manner the dynamic mesh is updated and
how the maximum time step is limited as a function of the current plunger
position.
Several valve prototypes have been tested under various circumstances
to investigate the extent to which the developed simulation tools are useful.
Here there is a proper correlation between theory and practice, however, it
has proven difficult to determine the exact velocity profile near mechanical
collision between plunger and seat.
The industry demands methods for predicting lifetime as well as the con-
sequences of long-term wear on system performance. This field is rapidly
developing at the time of writing, but generic methods are not yet available
to predict the effects of changes on valve design or operating conditions. In
v
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this thesis, the possible wear phenomena that are thought to occur in the
designed seat valves are elaborated. Wear marks near the mechanical con-
tact surfaces are documented experimentally. This is attributed, among other
things, to the rapid shift time. It is still unclear what consequences the high
number of switching cycles at the desired pressure may have on the long-term
durability of the valves. Before this can be tested, the activating mechanism
must be replaced with something more durable.
In total, this research has contributed to a deeper understanding of tran-
sient fluid dynamic phenomena in fast switching valves. In addition, initial
wear studies have shown that the mechanical design is durable, although
clear surface changes have been observed.
vi
Resumé
Denne afhandling omhandler diverse aspekter relateret til design og optime-
ring af hurtigt skiftende ventiler anvendt i Digital Displacement R© maskiner.
Her er fokusset primært på at udvikle modelbaserede metoder til at forudsi-
ge fluiddynamikken under ventil-omskiftning, fordi dette er afgørende for at
forudsige ydeevnen af sådanne maskiner.
Behovet for mere detaljerede simuleringsværktøjer hænger sammen med
den tidskrævende proces det er at udvikle nye teknologier/produkter inden
for hydrauliske systemer. Dette gælder både mht. ydeevne og holdbarhed.
Et af de seneste bud på en mere effektiv pumpe teknologi har derfor dre-
vet motivationen for at udvikle designmetodikker og prototyper af såkaldte
’digitale ventiler’.
Med udgangspunkt i ét ventil koncept samt state-of-the-art designmeto-
dikker, er der blevet opstillet et sæt af ligninger som beskriver bevægelsen af
ventilens glider. Metoden bygger på et samspil mellem ligninger løst analy-
tisk og numerisk, for at beskrive sammenhængen mellem strømningsgeome-
trien og skifte-hastigheden samt det fluid-dynamiske-energitab. Under opti-
meringsprocessen benyttes simplere modeller for at finde frem til en dimen-
sionering som passer til formålet. Her er der specielt fokus på mekanismer
som sænker hastigheden af glideren inden denne stoppes af ventilsædet.
De primære konklusioner vedrørende strømningsgeometrien er draget på
baggrund af CFD simuleringer der simulerer det transiente og dynamiske
forløb. Formuleringen af denne simuleringsmodel er speciel ift. hvordan det
dynamiske mesh opdateres og hvordan det maksimale tidsskridt begrænses
som funktion af den øjeblikkelige glider-position.
Flere ventil-prototyper er blevet testet under forskellige omstændigheder
for at undersøge i hvilken grad de udviklede simuleringsværktøjer er brug-
bare. Her er der en tilpas sammenhæng mellem teori og praksis. Dog har det
vist sig vanskeligt at bestemme den nøjagtige hastighedsprofil nær mekanisk
kollision mellem glider og sæde.
Industrien efterspørger metoder til at forudsige levetider samt konsekven-
ser af langvarig slid på systemers ydeevne. Dette felt er i skrivende stund un-
der hastig udvikling, hvor generiske metoder endnu ikke er tilgængelige til
vii
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at forudsige indvirkningerne fra ændringer af ventil design eller driftsbetin-
gelserne. I denne afhandling uddybes de mulige slid-fænomener som menes
at kunne opstå i de designede sædeventiler. Slid-mærker nær de mekaniske
kontakt flader er dokumenteret eksperimentelt. Dette tilskrives blandt andet
den hurtige skiftetid. Det er stadig uklart hvilke konsekvenser det høje antal
af skiftecyklusser ved det ønskede tryk kan have for den langvarige hold-
barhed af ventilerne. Før dette kan testet må den aktiverende mekanisme
erstattes med noget mere holdbart.
I alt har denne forskning bidraget til en dybere forståelse af transient fluid
dynamiske fænomener i hurtigt-skiftende ventiler. Desuden har indledende
slid studier påvist at det mekaniske design er holdbart, selvom tydelige over-
flade ændringer er blevet observeret.
viii
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Table 1: Applied nomenclature in this dissertation
Abbreviation Explanation Unit
2D & 3D 2- & 3-dimensions
AAU Aalborg University
ACV Active Check Valve
AIP Artemis Intelligent Power
ANN Artificial Neural Network
BC Boundary Conditions
CFD Computational Fluid Dynamics
DDP Digital Displacement Pump
DDT Digital Displacement Technology
DDU Digital Displacement Unit
DFCU Digital Flow Control Unit
DfR Design for Reliabilioty
FEA Finite Element Analysis
GDE Generalized Differential Evolution
HPV & LPV High & Low Pressure Valve
LPM Lumped Parameter Model
MIF Movement Induced (MI) Flow
MCV Moving Coil Valve
MMV Moving Magnet Valve
ODE Ordinary Differential Equation
PDE Partial Differential Equation
MTTF Mean Time to Failure
PE Power Electronics
RANS Reynolds Averaged Navier Stokes
ROM Reduced Order Model
SEM Scanning Electron Microscope
SOTA State Of The Art
CC/rev Cubic Centimetres per revolution
L/min Liter per minute
RPM Rounds per Minute
Variables
Cd Discharge coefficient [-]
E Energy [J]




i Current in e.g. HPV and LPV actuator [A]
u Voltage in e.g. HPV and LPV actuator [V]
W Mechanical Work [J]





β Bulk modulus [bar−1]
γ Jet angle [rad]
η Efficiency [-]
θ Shaft position [rad]
µ Dynamic viscosity [N s m−2]
ν Kinematic viscosity [m2 s−1]
ρ Density [kg m−3]
ψ DDU displacement fraction [-]
Parameters
A Area [m2]
c Fitting coefficients [-]
E Young’s modulus [Pa]
h Height [m]
k Parametric coefficient [-]
L Hydraulic inductance [m−3s2Pa1]
l Length [m]
m Mass of moving part [kg]
N Integer number [-]
S Distance [m]
R Major radius of plunger [m]




α Dynamic mesh factor [-]
ε Machine epsilon [-]
ν Poisson’s ratio [-]
λ Eigenvalue [-]
ρ Spearmans correlation rank [-]
σ Standard deviation [-]
φ Offset angle [rad]









x Time averaged/approximated value
x̃ Residual: x1 − x2
The variables and parameters only explain the ’macro’ meaning of each
symbol. During the report proper index explanation are given whenever an
unexplained symbol is used. This is done since the notations used in the








The pursuit of an optimal solution is something that not only concerns the
field of engineering, but also resonates with most processes in nature. Whether
it being within; business, sports, diets, finance, gastronomy, living organisms,
etc. all share the same simple structure: "What is my goal? What parame-
ters can I change to achieve this goal? What am I (not) allowed to do?". Some
formulations have a constant environment; others change over time, e.g. a
temperature change, a humidity change or a change in a social norm. The
available parameters to tune can vary over time, e.g. if a material or disrup-
tive technology are invented/discovered. Political regulations and laws can
influence what you are allowed to do, and the spatial dimensions of a system
constrains the size of the components. The interpretation of what is optimal
can vary through time, e.g. speed over accuracy or efficiency, environmental-
or political- changes that requires a redefinition of the ’goal’. At the time of
writing, the main interest of society lies in creating efficient energy conver-
sion solutions.
The main objective of this dissertation is to develop and validate a frame-
work for design & optimization of the mechanical topology of valves used
in Digital Displacement Units (DDU). This type of machine offers high part-
load efficiency compared to other fluid power machinery, and performs just
as good or even better at high rotational speeds. The technology can po-
tentially reach out to the mobile hydraulics industry [30, 109], wind power
transmission systems [101], winch drives [49] or wave energy & tidal current
energy converters [79], where high power density and robustness are priori-
tized. The development of new fluid power technology is typically a long and
costly process, e.g. the first known DDU prototype was developed around
1989 [85] and the first commercial machine is currently just being deployed.
Therefore, any contribution towards virtual prototyping is relevant in order
3
Chapter 1. Introduction
to mature a fluid power technology faster and make it competitive to e.g.
electrical alternatives. Virtual prototyping is achieved through model-based
design where the principles of system modelling can be combined with opti-
mization theory to find the design that performs optimally within the prob-
lem definition. This model-based approach also helps to understand complex
processes in a system, which are otherwise difficult to measure directly.
1.1 Preliminaries and Terminology
The terminology in fluid power can be misguiding and the community has
not yet reached consensus on which terms to use for some concepts. Brief
definitions of the essential terms used in the present report are given here.
Fluid power machine: has the objective of converting a mechanical torque
to hydraulic power and vice versa. This may be done with a fixed or variable
displacement unit.
Digital Fluid Power (DFP): when fluid power machines are using con-
cepts from switching electronics, i.e. system states attain discrete values and
are controlled by digital valves instead of proportional valves.
As pointed out in [1] this formulation is vague and can be challenged on a
number of points. It is argued that since a DC-motor is not digital electronics
it makes no sense to claim a pump to be digital simply because the principle
is discontinuous. The definition is therefore not rigid, but since this work
relates to the DD R© Technology (DDT) this terminology is adapted regardless
of its sanity.
Digital valve: is for hydraulics what the transistor (MOSFET or IGBT) is
for power electronics, i.e. a component acting to open/close a conducting
pathway in a circuit. This is a mechatronic component that is operating with
some actuating mechanism that can move a mechanical part (e.g. a plunger),
towards a stationary mechanical part (e.g. a seat). This will respectively open
and close the connection between flow/pressure ports. The valve is thus
digital in the sense that it will either be on or off, with some switching time
in between. Acronyms of the term includes: On/Off valve, Fast Switching
Valve (FSV), High Speed On/Off Valve (HSV).
Switching time: the time between a switching signal is sent until the
digital valve has transitioned from one binary state to another. Opening and
closing times may vary significantly and depend on the flow conditions.
Digital Displacement (DD): is a trademark of Artemis Intelligent Power
(AIP) and refers to controlling the displacement in discrete steps. A pres-
sure chamber enclosed by a moving piston can attain two different ’discrete’
pressure levels.
4
1.1. Preliminaries and Terminology
1.1.1 Working Principles of DDU
The concept of a DDU utilizing Active Check Valves (ACV) is shown in
Fig. 1.1a. Control signals are sent when the machine has a certain angu-
lar position (θ), where the state of the valves may be determined from the
chamber pressure (pC) or direct position measurement. This is used to con-
trol the machine displacement as detailed by Pedersen (2018) [81], or used in
a timing control scheme, e.g. as proposed in [Paper E] or [110]. The valve’s
plunger movement (ż), the fluid force (Ff ) and the maximum fluid pressure
(pmax) have been analyzed under various flow rates by the Computational
Fluid Dynamics (CFD) framework developed in this work. These results are




















(a) Concept of a Digital Displacement R© Unit. A High
Pressure Valve (HPV) and Low Pressure Valve (LPV)
are controlled by uH and uL , which governs the flow
passage in and out of the piston chamber. The pres-
sure, pC , acts on the area, AP , which delivers a torque
to the shaft depending on the shaft’s angular position,
θ. Vde is the dead volume and Vd is the displacement
volume of the DDU. (b) CFD simulation of the valve plunger while closing
the valve at a given shaft position which governs the
flow (z = 2.5→ 0 mm).
Fig. 1.1: The relevant dynamics of the HPV and LPV are plotted to illustrate how the fluid
force (Ff ) scales as the flow is increased during closing. This leads to significant differences
in the velocity profile and the maximum pressure occurs earlier as valve switching approaches
θ = 0.5π. This fluid pressure reaches the yield strength of the used materials and may become
problematic for the long-term durability.
The machine is functional when either HPV or LPV is on, or while both
are off which allows increasing or decreasing pC. Both valves are not in-
tended to be on simultaneously. The graphs of Fig. 1.1 shows how much the
switching time is dependent on the shaft position. The velocity is primarily
affected as the plunger nears the seat where the maximum fluid pressure rises
5
Chapter 1. Introduction
drastically. The pressure magnitude nears 1 GPa, which indicates that an as-
sumption of rigid bodies is not sufficient near impact. Prediction of Ff is an
essential topic of this work as this both influences the dynamic performance,
but also impact speed and hence durability.
The efficiency as function of shaft speed and displacement of a DDU com-
pared to a bent-axis and swash-plate pump are shown in Fig. 1.2. These
graphs are for pumping operation. The reference pumps have similar rated
power output, and the documented efficiencies are the primary motivation
to research the DDT.
(a) 100% displacement. (b) 1500 RPM
Fig. 1.2: Losses and efficiencies against shaft speed and displacement of hydraulic pumps.
Graphs are from [109].
The configuration of a DDU can be constructed in a number of ways as
illustrated by Fig. 1.3. Configuration A is only valid for pumping mode since
high pressure fluid can only leave the piston chamber, while B-E operates
in all four quadrants. Here C and E are able to open against high pres-
sures without overloading the actuator, thus allowing cold-start, this however
eliminates the safety functionality of check valves which means either more
requirements to reliable control or the use of a pressure relief valve.
pL
pH







Fig. 1.3: Some examples of valve configurations enabling different variants of DD operation,
inspired by Noergaard (2017) [68].
This work focusses on Actively controlled Check Valves (ACV) and con-




The literature review is divided into two categories to cover the current SOTA
of the DDT, i.e. the current state of digital valve design, and the modelling
techniques which may/have been used to predict valve performance. The
second one covers the SOTA of the relevant design methodologies.
1.2.1 Digital Displacement R© Technology
The concept of DDT was formed in the 1980s by a research group at Ed-
inburgh University led by Stephen Salter. In 1994 the group formed the
company Artemis Intelligent Power (AIP) Ltd based on various patents on
DDT [99, 100], and on the specific valves e.g. [62, 86, 111]. Their 12 piston
E-dyn 96 CC/rev, suitable for mobile applications, is shown in Fig. 1.4 (up
to 1800 RPM and 350 bar) and the efficiency curves of a smaller machine is
shown in Fig. 1.5 at different pressures. The higher pressures mean more
power, but also increased leakage and pressure dependent friction. This
causes the 400 bar curve to deteriorate at low speeds. A pressure difference in
the range of 200-300 bar seems beneficial for the specific mechanical design in
order to achieve highest efficiency. The academia has formed various research
groups to contribute in the development of the technology where the most
prominent are: The University of Edinburgh [19, 85, 87], Tampere University
of Technology [32], The University of Minnesota [110, 113], Purdue Univer-
sity [63], University of Agder [74] and Aalborg University [37, 68, 81, 98].
Fig. 1.4: Configuration of the E-dyn96 DDP by AIP
[82].
Fig. 1.5: Overall efficiency of a DDP
(11.8CC/rev) running with full displace-
ment. Reconstruction of picture from [18].
Furthermore, a small Norwegian based company called Diinef is compet-
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ing on delivering the future of fluid power machines within DDT, with their
"Digital Distributor valve systems". Both companies (AIP and Diinef) uses
a radial piston configuration where two on/off valves are used to control
each piston chamber. The exact designs are yet intellectual property reserved
for the companies, but the concepts have served as inspiration for much of
the research done at e.g. AAU. The main reason that AAU has adopted the
use of two ACV with an annular flow geometry is that these have a relatively
low throttling loss, fast switching (without excessive power consumption due
to aiding flow forces) and the inherit check valve safety feature that avoids
over-pressure.
In October 2018 the majority of the shares in AIP was acquired by Danfoss
Power Solutions, which is a signal that the technology may finally be ready
for mainstream adaptation.
Since the DDU is sparsely tested in the industry there is little knowledge
about possible issues and necessary design considerations. The various re-
search projects at AAU [37,68,81,98] including this dissertation thus serves to
enhance the knowledge of the achievable performance and design of DDU.
Quotes from Roemer (2014) [98] has among others served as motivation for
further studies:
• “Assuming satisfactory tolerances of the valve plunger, the prototype tests in-
clude submerging in oil and pressurization in order to validate the simulated
switching time and examine stiction/squeeze effects when operating the valve
at higher pressures.”
• “Next large study is on the durability of the valve, in particular wear and
fatigue at the valve seat.”
Noergaard (2017) [68] presented several prototype designs. Experimental
findings of the first iteration MCVi1.0 [65,73] showed some problems with ei-
ther mechanical or fluid friction and that 200 bar fluid pressure increased the
switching time from 2 to 3 ms (either from change in viscosity or pressure de-
pendent friction). As part of this research the next generation, MCVi2.0 was
tested under oil submersion and later applied by Noergaard (2018) in [70]
showing a strong correlation between experiment and simulation. The con-
clusion about the actual end-damping of the design was not convincing and
the influence of the movement-induced flow was not included in the applied
test-rig. Therefore, measurement of the plunger position under conditions
similar to those when implemented in a DDU with pressure corresponding
to the LPV has been relevant research in regards to verifying the predicted
velocity profile during impact with the seat. Furthermore, the stiction char-
acteristics of the valve, i.e. opening, had not been analyzed in depth along
with possible wear formations and probability of critical failures. As pointed
out by Noergaard (2017), [68]:
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“Long term testing of the valves in DD operation is needed to determine and
improve the reliability of the designs.”
There has been a concern that the digital valves are susceptible to long-
term damage and this has therefore been a relevant research field, with the
objective of better understanding the failure mechanisms of digital valves
used in DDU.
Regarding Digital Valve Design
The following review is largely inspired by the work done in [Paper C] and
several sections are paraphrased here to make it fit into the broader perspec-
tive along with the new contributions since the publication of [Paper C].
The rise of DFP technology has introduced new design criteria for digital
valves. This is mainly on the switching period, the pressure loss across the
valve (i.e. throttling) and the required number of switching cycles before fail-
ure. In short the evaluation metrics of a digital valve are: throttling loss/flow
capacity, switching time, price, lifetime (function of switching cycles) and
weight. The relevance of these are application dependent. An overview of
digital valve technology branches is provided in Fig. 1.6.
The mind map visualizes that research has been done to optimize and im-
prove all of the most prominent and well-known valve configurations. Fur-
thermore, examples of each valve category has been implemented in a DDU
where in general the most efficient solutions utilize an annular seat type de-
sign.
Valve requirements while used in DDU have been discussed in [68, 90],
i.e. demands on switching times, electrical energy for switching, durability
etc. In this research, those findings have been used as inspiration to establish
the requirements.
Two valve plungers with different elasticity, various hardening and coat-
ing combinations applied in a water hydraulic valve have been studied ex-
perimentally by Paloniitty et al. (2016) [76]. The findings showed significant
wear on the contacting surfaces of all the proposed designs and no signifi-
cant improvements were found by using a more elastic design, which could
indicate that not only impact is an issue, but also micro-sliding in the seat
region may contribute to wear. Water hydraulics suffers under poor lubricat-
ing properties, low viscosity and is generally a more aggressive fluid from
a corrosive and chemical point of view. In comparison, most oil hydraulic
valves have less wear, but this is an indication that similar concepts are not
worth pursuing at present moment.
A micro valve package utilizing 128 independent needle valves is opti-
mized by Linjama et al. (2015) [56]. This is done with static CFD to achieve
higher flow rates and by Finite Element Analysis (FEA) on the solenoid ac-















































Fig. 1.6: State-of-the-art (SOTA) of digital valve designs, where abbreviations are: Digital Flow
Control Unit (DFCU), Moving Magnet Valve (MMV) and Moving Coil Valve (MCV). The valves
are divided into two main classes and further divided based on the actuating mechanism and
one branch is allocated to show the different research that has tested valves in a DDU. The figure
illustrates which areas have been touched upon by this research.
concept of a miniature valve for high-flow is presented by Lantela & Pietola
(2017) [48] where 32 pilot operated valves (with four increments on size) are
used to control four independent metering edges. The manifold used for this
valve design is laminated, which gives significant fluid friction losses, and
the total mass is around 9 kg. However, the design freedom of mechanical
systems has been expanded with the invention of 3D metal printing, which
is relevant in valve design and manifolds. Most recently Chekurov & Lantela
(2017) [22] presented a laser melted digital valve, discussing the possible im-
provements compared with the laminated design of [48]. The authors utilized
an iterative design procedure with static CFD to find sub-optimal flow paths
(comparison of measurement and CFD was within 10%). They highlighted
that: flow paths and edges could be manufactured with a high ’smooth-
ness’ (reducing fluid friction with around 50% and increased flow capacity
by 30%). The improvement on compactness is not discussed but the figures
clearly show a more compact design compared to the laminated one. Fur-
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thermore, the increased hardness of the melted material is argued to improve
the durability of the seat due to an increased energy absorption, and gener-
ally harder surfaces are prone to less wear, as follows from Archard’s wear
law. The major drawback is the cost of manufacturing with this method (in
the above example one manifold was priced at 901e) and therefore mainly
relevant in high-fidelity applications.
The majority of the literature focusses on the actuating part when design-
ing digital valves [66–68,70,73,98,121]. Here various types of electromagnetic
actuators have been optimized by a combination of FEA and Lumped Pa-
rameter Models (LPM). The primary focus is on axisymmetric designs which
enables rapid computational evaluation of the designs, and generates de-
signs which are normally easy to manufacture due to the symmetries. An
equivalent electric circuit model is used to search the fitness landscape aided
by static FEA, and for the last stages of the optimization a transient FEA is
applied to verify the performance. The optimized valve designs w.r.t. the
actuator are summarized in Fig. 1.7.


















































Moving Coil Actuated (MCA) Moving Magnet Actuated (MMA) Solenoid Actuated
Fig. 1.7: Valve CAD and actual prototypes from AAU, picture from [71]. In this work only the
Moving Coil Valve (MCVi2.0) and the Moving Magnet Valve (MMVi1.0) will be considered due
to their more rapid force build-up.
The amount of topological studies of the mechanical poppet/plunger re-
garding end-damping features and durability is limited. One study [93] at-
tempts to reduce the mechanical stress through optimization of the shape of
the contacting surfaces where FEA is used to evaluate this stress. However, it
does not consider the impact stress. One of the latest proposals is to reduce
the impact stresses by a "cushioning design" [104]. A fluid is entrapped in a
groove as the plunger approaches the seat. This fluid must travel through a
narrow gap which builds up pressure in the groove. The consequence of this
geometrical design was analyzed theoretically in [104] showing the depen-
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Table 1.1: Active check valve specifications where ∗ indicates industrial product and ∗∗ indicates
scientific prototype.



























< 3 0.41 <1 0.18/0.48 350/125
dencies of both impact and stiction on lift and velocity. Patented solutions of
progressive springs applied to dampen the armature or plunger is another
opportunity, e.g. as given in [62].
The SOTA in available valves shows that the key specifications of leak-free
bi-directional 2/2 one-way check valves with fast switching are as presented
in Table 1.1. Here Ts is the switching time, MTTF is the Mean Time to Failure,
m is the mass of the valve without oil, ∆p@120 is the port differential pressure
with a flow of 120 L/min (1 → 2/2 → 1) and p/Q is the ratio between the
rated pressure and flow.
The numbers clearly show that the valves designed specifically for DDU
performs better than the commercial options (similar valves can be found
from Comatrol, Eaton and Bosch but performance is worse and the above are
thus the obvious alternatives). However, the lifetimes of the prototypes are so
far not documented and the preliminary studies in this dissertation suggest
a lifetime below 1 year for the MCVi2.1. Unfortunately, specifications of the
valves designed by AIP as used in a DDU are not available.
Generally, the commercial valves that allow high flow rates are associated
12
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with switching times around 50-100 ms, which is not enough for running
a DDU at medium speeds. Some commercial spool type valves do have
switching times below 5 ms, opens against high pressure and support the
required flow rates. The pressure losses are significant, are not leak-free and
do not support check valve functionality.
Based on the findings from above it is expected that an increase of dura-
bility can be achieved by lowering the impact speed. Thereby lowering the
mechanical stresses and noise occurring from impact collision. For the valve
considered in the present work the actual limit is unknown, but a simulation
study of dry mechanical impact in the valve was carried out in [Paper J]. This
study revealed a velocity threshold in the range of 1.5 m/s for all points in
the design space when considering peak von Mises stresses to be maintained
below 350 MPa. The requirements for the considered valve in the present
work are:
• The peak flow force at rated speed must be cancelled by the counteract-
ing mechanism to ensure a normally open valve.
• Combined power losses in the valves should not exceed around 1% of
the rated power output.
• The switching time of the valve must be a significant factor shorter than
the DDU rotation period at rated speed.
• An impact velocity of 1.5 m/s or below.
• The fluid pressure peak near end-stop should be below the yield strength
of the materials.
Modelling Techniques for Fluid Dynamics
The solution to Navier Stoke’s (NS’s) equations with possible multi-physical
phenomena such as varying viscosity from pressure or temperature changes,
along with compressible fluids, cavitation and viscous Eddies is so far only
achievable by numerical computations where the gold standard for many
problems, including hydraulic valves, is the CFD framework with a Reynolds
Averaged NS (RANS) form. For specific types of fluid mechanical systems,
Reduced-Order-Models (ROM) have been derived, which have accuracy lim-
itations but reduced time required for analysis. The branches of relevant
simulation models are summarized in Fig. 1.8.
CFD
The first published full 3D CFD analysis of a hydraulic valve was presented
in [3] where the flow force in a proportional valve was simulated. The method
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Fig. 1.8: State-of-the-art (SOTA) in modelling fluid dynamics/tribology for valves. The LPM in-
cludes various methods for reducing the model order by lumping parameters, where the Squeeze
film/stiction branch is a specific ROM that applies to situations of thin films between flat sur-
faces. The CFD branch is on general topics that relate valve design to CFD analysis and in
the reliability/wear branch various experimental findings on valve wear and promising wear
prediction models are summarized.
or to evaluate some performance parameter used in optimization, see e.g.
[4, 57, 106].
Studies of seat valves often reduces the 3D geometry into an axisymmetric
2D geometry, which reduces the model order significantly. The validation of
such an approach either requires running both the 3D and 2D model and
comparing results, which may lead to only partially accurate conclusions
since the integrated quantities such as fluid force and throttling loss may
be accurately predicted, while ignoring symmetry breaking phenomena that
cause locally higher flow rates or circulation zones. For the study of valve
switching performance the acting fluid force is essential and experimental
data, 3D and 2D CFD results of an annular seat type valve from [69] supports
the hypothesis that 2D axisymmetric analysis with a laminar CFD model is
14
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sufficient. Similar but less comprehensive studies of flow fields in seat valves
include [26, 128].
The above solves the flow field in a static environment, but as the spool
or plunger moves through the fluid some dynamic- and history- effects will
occur in a viscous fluid. A seat valve with a plunger immersed in an initially
still fluid is studied in the two similar publications [95,96]. Various conditions
are simulated to construct a LPM based on a linearized form of the NS equa-
tions. This can be derived analytically for a sphere moving through a fluid as
discussed in [96]. In contrast to the analytic solution, CFD simulations show
that the friction coefficients depend on the plunger position (z), where the
added mass from the fluid dominates the Movement-Induced (MI) force and
viscous terms dominates during end-stop. Pressure driven flow is predicted
with a quadratic model with two look-up coefficients (that depend on z) and
a similar form is used to represent the flow-induced force where CFD results
are used. The LPM is constructed by adding the derived terms and com-
pared to a full dynamic CFD simulation in [96] (no flow is present), where
the largest error is observed as the plunger is near the seat. This MI force
model is thus relevant to study further and other approaches to determine
the model coefficients are considered necessary if damping forces should be
predicted more accurately and effectively. Furthermore, the consequence of
a non-zero flow is relevant to study.
LPM
The prediction of a pressure driven flow normally takes the form of the orifice
equation. Depending on the flow condition either a purely turbulent form or
a form correcting for laminar conditions can be applied [16,115]. This model
form was used in [95] with a linear and quadratic term, but the coefficients
were determined by CFD. As shown in [29] there is a transient response time
of orifices.
The flow force arising from movement of fluid around the valves plunger
(flow-induced force) is also a topic that concerns the switching performance
of digital valves. For spool type valves this is normally predicted by a mo-
mentum consideration where the derivations of such flow-induced forces
goes back to 1952 [50] and more extensively in 1967 [64]. An annular seat
valve is constructed in a quite different manner and a parametric expression
of a flow-induced force is not straight-forward.
The Movement Induced (MI) flow and force that arises from moving a
solid body in a fluid have been solved analytically for simple geometries in
e.g. [17, 44]. These simple models breaks down when other solid bodies are
interacting, such as the seat in a valve. Also, complicated geometries makes
the derivation of general expressions difficult. A few techniques utilizing
CFD simulations have been shown in [95,96] to remedy this, but conclusions
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about the MI-flow and of the impact region are sparse. A deeper understand-
ing of the fluid dynamics in such situations are considered highly relevant to
understand the switching situation in digital valves.
Squeeze film/stiction
The separation of two solid bodies with a viscous boundary lubrication layer
does introduce a resistive force proportional to the separation velocity and
inversely proportional to the cube of the gap height [94]. The magnitude of
this force is governed by the actual tensile strength of the liquid, i.e. when/if
cavitation occurs, the force will be reduced [88, 102, 103], which is observed
experimentally where the Stefan force is sufficient as long as the absolute
pressure is above the vapor pressure. Typically when separation velocities are
low. Surface topography may lead to different contact areas than expected
when surfaces are assumed flat. These effects are not modelled in a manner
suitable for optimization in the literature.
An exact and approximate solution to the transient squeeze film problem
for a disc approaching a flat plate is derived in [47]. The local acceleration
of the fluid is shown to have a significant effect for low viscosity fluids. Ex-
perimental evidence in [46] confirms the theoretical pressure predictions at
the center of the plates from [47]. The contributions from the inertial and
viscous components of the pressure rise depends on the fluid viscosity, and
both water and 80% aqueous glycerol solutions are tested. The results shows
that the convective acceleration is negligible, and for a high viscosity fluid
the local acceleration is not as significant as the viscous component.
Reliability/wear
Studies of hydraulic valve wear mainly focus on predicting the internal leak-
age of spool valves caused by eroding edges [58,124,127]. The erosion rates of
the bushing and spool are predicted by CFD and Edward’s erosion equation
in [127] for various port openings and a given amount of particles with given
sizes. This method is useful to give an idea of how severe this is for a given
design, although the amount, sizes and shapes of contaminants are seldom
known for a real system.
Degradation of combustion engine valves is the topic of [20, 28, 52, 53],
where [52, 53] presents valve recession results of the same test-rig and re-
sults of varying impact velocity and load force are illustrated. Tests of impact
speed below 1 m/s showed little to no wear in the seat region [53]. The
most interesting conclusion of [52, 53] is that a small steady supply of lubri-
cating oil causes valve recession to be almost non-existent compared to dry
impact situations where a significant wear is observed. A similar conclusion
is presented in [28] where an oil residue tribofilm is observed via light op-
tical microscopy and for more detailed images a Zeiss 1550 SEM was used.
16
1.2. State-of-the-art
The oil acts as a protective layer by smoothing the contacting surfaces and
minimizing stresses at asperities. The study of [20] is aimed at a numerical
and experimental technique to determine valve wear upon dry impact with
an adhesive wear law and FEA. This technique is interesting in hydraulic
valves, but due to the lubricating properties in hydraulics it is not considered
directly applicable. Also, a formulation of a simple model that accounts for
impact wear and sliding wear is established in [53]. Shortcomings include
inaccurate predictions when material combinations are changed and when
surface geometries change, i.e. the model relies on experimental coefficients.
1.2.2 Design Methodologies Relevant for Mechatronic Sys-
tem Design
The optimization of a hydraulic valve is normally done by splitting the sys-
tem up into its subcomponents. Choosing one configuration of the actuator,
plunger, spool or spring (etc.) will pose constraints on the possible configura-
tions of other subcomponents. Accurate simulation tools for each component
are essential, where explicit function evaluations are preferred, but often it is
necessary to formulate the problem using implicit functions.
The accessibility of computational power and software tools has made
multiphysics, or at least numerical computation based design approaches fea-
sible, for applications where coupled Ordinary Differential Equations (ODE)
& Partial Differential Equations (PDE) govern the system. This is exactly the
case when designing valves.
A series of design tasks solved by employing numerical analysis like FEA
or CFD in collaboration with Lumped Parameter Models (LPM) have been
identified [25, 36, 51, 108, 122].
Several examples of actuator optimization while used in electromagnetic
actuated valves also use a LPM that is supported by FEA and experiments,
e.g. [66–68, 70, 73, 98, 121, 122].
Most mechatronic systems involve controlling certain system states via
exogenous inputs and the control performance is inherently correlated to
the system design, where choice of actuators, moving parts and stiffness of
these play an essential role. This motivates holistic design methodologies
that consider the synergy of the entire system [60, 84]. In case of a DDU the
available control strategies will be restricted by the applied valve [80], also
the dimensioning of the actuator, plunger, DDU displacement and rotation
speed couples the various sub-systems and must be considered in the design
process.
The standard form of the above is to use high-fidelity models to construct
and/or validate simpler models that are used in optimization. The proto-





One of the latest trends in system design is to apply statistical tools on large
data sets describing failures and faults. In this manner the product can
be designed to serve a desired lifetime and avoid over dimensioned costly
products, i.e. Design for Reliability (DfR). The relevant environmental- and
operating-conditions for the system are used when predicting the reliability
and therefore detailed knowledge/experience about the components and the
physics governing wear-out is required. This has been widely and success-
fully applied in the Power Electronics (PE) field, although this is yet not trivial
as discussed in [123]. One physical based model of wear-out supported by
empirical data of several tests cases on IGBTs was revealed in [105], where
thermal cycles along with empirical constants predicts the lifetime.
In tribological and mechanical systems the wear and fatigue behavior have
been studied for decades without any clear understanding of the various
processes. A review of this field was given in [Paper C] where it becomes
clear that the concept of predicting damage or irreversible degradation is an
inherently difficult problem. Citing Williams (2005) [116]: “For the relatively
elementary case of two loaded surfaces, one hard the other softer, sliding over
one another we might suppose that the loss of linear dimension, say w, in
the wearing surface will depend on the applied load P, the imposed sliding
speed V, the coefficient of friction µ, the hardness of the softer surface H,
the time they slide together t and the size of the contact measured by some
representative length dimension R.” This reveals
w = f (P, V, µ, H, t, R)
where simple dependence of ẇ and µ are yet to be discovered. The most
recent progress in this field is the discovery of a critical length scale which
controls the severity of adhesive wear [2]. This is demonstrated by an atom-
istic model where large junction sizes produce debris by fracture, and smaller
junctions causes asperities to smooth out plastically. This is a clear leap to-
wards a physical understanding of wear, although restricted only to that of
dry sliding motion. Paper C continues to discuss the concepts and predic-
tion difficulties related to gigacycle fatigue behavior and wear mechanisms
observed in seat type valves, which was paraphrased earlier in this chapter.
The purely statistical models are only useful in well-defined situation,
due to the high amount of potential influencing variables, i.e. geometrical
changes, material choices, surface treatments (like coatings or hardening),
manufacturing, lubrication additives, thermal stresses, mechanical stresses
and environmental conditions. The physics of wear-out in hydraulic systems
is complicated, where reliability is to a great extend based on the manu-
facturers MTTF or on the currently only handbook as discussed by Liniger
(2015) [55], namely the Handbook of reliability prediction procedures for mechani-
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cal equipment [39]. The possible pitfalls of this handbook were briefly studied
in the dissertation [54], where a clear mismatch between modern field data
and reliability predictions was illustrated. One reason is argued to be erro-
neous model structure of applying the MTTF where essential contributors
are omitted, another possible reason is the fact that the empirical basis of [39]
dates back to the 1960’s which means advances in manufacturing techniques,
material science, component design and quality of lubricant over the last
decades makes today’s components much more reliable. To demonstrate a
conservative estimate on reliability the methods from [39] have been applied
for a digital valve in this research as explained in [Paper B].
Suitable Optimization Algorithms
Intuitively, a powerful actuator will add both mass, cost, and power con-
sumption in exchange of potentially faster response time. Increasing the flow
area will reduce throttling loss while changing the fluid forces during switch-
ing, this will also add more mass to the overall system and a heavy plunger
will change the switching time of the valve. Furthermore, a larger plunger in-
creases the contact stress when the contacting area is not scaled accordingly.
The optimal design of a valve is therefore a complex multi-objective prob-
lem with conflicting objectives. Based on this, the valve’s fitness landscape
is expected to be non-convex and to contain several discrete design variables
such as choice of topology or number of coil turns. This leaves out gradi-
ent based optimization concepts and means evolution algorithms or Monte
Carlo algorithms are preferred. The general concepts and SOTA of differ-
ential evolution are given in [24], where it is obvious that a vast amount of
algorithms have been proposed without any clear superior approach. Digital
valves have successfully been optimized in [5,66,97] with the Generalized Dif-
ferential Evolution (GDE3) algorithm created by Kukkonen (2012) [43]. The
GDE3 is not sensitive to the initial parameters and due to its characteristics
of pruning designs into the Pareto front it is well suited for design tasks with
conflicting objectives.
1.3 Research Objectives
As stated in the introduction the research objective is: "to develop and val-
idate a framework for design & optimization of the mechanical topology of
valves used in DDU."
This translates to the following hypothesis: It is possible to advance and validate
the current SOTA modelling framework describing the relevant fluid dynamics of
digital valves and reduce the impact loads.
To investigate the hypothesis, the following objectives are addressed:
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• To define the structure of a framework relevant for digital valve design.
• To develop and validate a set of models useful for design and opti-
mization, i.e. that predicts the physical properties/phenomena that are
determining for the performance of the valve.
– Predict the energy losses associated with the valve.
– Predict the fluid forces to a degree for which the impact velocity
can be approximated.
• To optimize the valve with the revised framework.
Based on the SOTA a series of gaps were identified in the knowledge
required to set up a framework for designing digital valves. There is a need
to analyze the trade-off between using different fluid dynamical models for
valves, i.e. cost of accuracy vs. required time for analysis. This implies that
even though an optimization algorithm manages to find the fittest designs
within its allowed search time, this design may only be sub-optimal or simply
wrong if phenomenological effects are left out in the modelling framework.
The fluid dynamics during fast switching must therefore be analyzed.
It was identified that designs with end-damping may enhance valve dura-
bility while reducing noise. Therefore, the transient fluid dynamics during
switching for the type of valve are essential to understand, since this is as-
sociated with both the switching losses and the switching trajectory. This
has not been investigated in depth prior, and therefore investigation of de-
signs that takes end-damping into consideration and modelling this damping
accurately are relevant.
Attempts of simplifying the models describing the flow geometry have
been presented in the literature. This work will elaborate those approaches
by analyzing the accuracy by using ROM (such as simplified physics) to con-
struct LPM, and comparing these to the other available high-fidelity formu-
lations.
The valve objectives have been established in prior research with a main
focus on modelling and validating the actuating component [68, 98], looking
mainly at valve switching time vs DDU efficiency. This means that dynamic
models for the interaction with the fluid have only been studied sparsely, and
an accurate description of this may be useful to formulate other objectives or
to provide new optimum designs of the mechanical topology.
1.4 Main Contributions
This project has in total contributed towards faster development of digital
valves by identifying and evaluating the fluid dynamical quantities, which
directly affect the performance of such valves when used in a DDU.
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• An extensive SOTA analysis has been performed to identify the avail-
able possibilities for creating a digital valve design framework.
• A CFD framework has been established in order to investigate the
switching situation of a digital valve.
• Gaps in modelling of; flow-induced force, MI flow and MI force have
been elaborated by a series of strategic CFD simulations to show the
tendencies of the various coefficients useful for simpler models. This
was derived for a baseline design and the accuracy of the LPM vs CFD
was demonstrated while a flow was present during switching. A para-
metric model of the combined fluid force was required and a proposal
of such is provided in this work.
• Two approaches to validate the MI -flow and -force were realized. Both
test-rigs showed that the MI force (prediction of the switching profile) is
sufficiently approximated. The magnitude of the MI flow have been dif-
ficult to verify. Flow sensors does not support the 40 L/min flow rate
with a period of only 2 ms, which is why the integrated value (fluid
volume) has been measured. This has given an indication that the phe-
nomenon is real, but the quantification is concerned with a significant
uncertainty.
• Experimental data of cushioning plunger designs have been used to
verify models used to design such. This includes the pressure build-
up inside the cushioning groove and the end-damping profile. This
test was done with a still pressurized fluid. Hereafter, the valve was
proven to function properly in a DDU. The surface topographies of
the sealing surfaces were studied after run-in to check for any obvious
wear zones or design flaws finding mild wear marks. It is unclear if
this will develop more severely over the course of billions of operation
cycles, but is nevertheless premature evidence of the wear that can be
expected in the infant lifetime of a similar DDU.
• An overall design framework has been formulated. The structure of the
modelling framework uses simple design rules to check certain con-
straints of a design before this is evaluated by the LPM. If the design is
feasible and optimal it is simulated in the highest-fidelity CFD model.
An optimal design was found by utilizing this approach, where knowl-
edge from previous valve designs was used to redefine the success cri-
teria and the design space. The optimal design has lower impact speeds




1.5 Outline of Papers
This dissertation is comprised by an extended summary and collection of pa-
pers. Each paper is a contribution to solve the modelling challenges for a dig-
ital valve used in a DDU. This is a multidisciplinary task consisting of fluid
dynamics, electromagnetism, fluid power, tribology and structural mechan-
ics. The content of the modelling framework depends on the investigated
valve concept and when experimental evidence is available this may be ap-
plied to revise the models into the next iteration, i.e. (version.concept.iteration)
as depicted in the flowchart of Fig. 1.9. The current models for the actuator













Revision of the 
concept 





























Fig. 1.9: Flowchart of the process to develop the mechanical concept of a digital Active Check
Valve (ACV). The fluid dynamics in the modelling framework and revision of this is of primary
interest in this work. The published scientific papers [A-J] are assigned to the boxes in the
modelling framework where they contribute.
The figure illustrates how an appropriate modelling framework is sought
by restricting high-fidelity models into a more rapid executable LPM. This
has been done by using parameter correlation to locate dominating parame-
ters and then comparing the predictions of the LPM to that of the high-fidelity
model. The papers elaborate the high-fidelity and low-fidelity models and
are shortly summarized here.
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1.5. Outline of Papers
Paper A [10]
This paper aims at validating the fluid force predicted by the developed CFD
framework while switching in an initially still fluid. A prototype valve was
manufactured at AAU and this was used to measure the switching dynamics
of the valve with air or oil as the fluid. This was performed at three different
voltage levels and three different oil temperatures. The results of various
models and experiment are compared in the paper and conclusions made
hereof.
Paper B [11]
This paper presents a conservative estimate of the life-expectancy of a digital
valve by applying the available failure rate models. These are from the reli-
ability handbook for hydraulic components: Handbook of reliability prediction
procedures for mechanical equipment [39]. The presented analysis concerns the
mechanical spring and the sealing feature of a seat valve. To investigate the
sealing feature further a FEA was carried out to estimate the contact stresses
that occur in the seat due to a static pressure difference and this was com-
pared to a simple Hertz stress model.
Paper C [12]
A SOTA relevant for hydraulic valve design is presented to establish the
methodology for a design framework and identify the relevant physics. The
methods that are applicable for the relevant physics are reviewed to show
what is currently possible and what is not. A gap is identified in under-
standing the interaction between fluid and solid during a switching cycle of
fast switching valves, i.e. how MI-flow, MI-force and pressure/flow relation
behave. Thus also expressions of the design parameters that affect the out-
puts the most are missing. Furthermore, the prediction of long-term wear in
digital valves is considered infeasible to quantify with the SOTA knowledge.
Paper D [13]
The reliability results of [Paper B] yielded a risk of internal leakage develop-
ing over time, which is why this paper presents a study of internal leakage
in DDU. A generic simulation model is presented and a hypothetical situa-
tion simulated, where the amount of valve switching cycles and leakage are
correlated by a wear propagation function. This is used to show how leakage
affects the efficiency curve of a DDU over time. A time-averaged simplifi-
cation of the dynamic model is presented, which decreases simulation time
significantly while predicting similar performance. This static model has
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since been re-formulated in [Paper J] with a more realistic description of the
throttling loss.
Paper E [14]
Due to the potential importance of knowing the velocity near mechanical
end-stop, a series of numerical experiments using the CFD framework are
presented in the present paper. The specific details of dynamic meshing
and implementation of plunger movement are presented in the paper. Major
findings includes quantification of the MI-flow and -forces as function of
plunger lift and velocity. Furthermore, a significant transient build-up of
flow is found when solving the equations by an un-steady solver and with
constant pressure boundary conditions on both inlet and outlet for an initially
still fluid.
Paper F [9]
This paper presents a strategy for shaping the input voltage of the switching
valves to reduce impact loads while enhancing efficiency. A simulation study
is presented for two different optimization algorithms and this shows how
much the performance can be affected theoretically from shaping the input.
The design space is potentially huge, and it is not considered feasible to apply
the presented strategy directly while optimizing the valve design.
Paper G [8]
This paper shows experimental data from a DDU test-rig when a new plunger
concept featuring a cushion end-damping (MCVi2.1) is used as the HPV. The
valves energy loss, impact speeds, opening and closing times are estimated
over different operating pressures and rotation speeds, and the performance
features of the MCVi2.0 and MCVi2.1 prototypes are compared. Microscope
images of the valves contacting surface and actuator after a few hours of
motor operation have later been used to understand the possible wear areas.
Paper H [15]
This paper presents experimental evidence to validate models used for the
design of the plunger concept used in [Paper G] (MCVi2.1). This includes,
pressure change in the cushioning groove, MI-flow and the general switch-
ing characteristics. This new test situation emulates a DDU environment
better than the approach used in [Paper A]. The position is measured with
an Eddy-current transducer, and the fluid pressurized to 5 bar. Two methods




This paper elaborates on the fluid forces acting on the valve plunger, where a
few experimental data points are used to verify the sanity of different models.
Three different models for predicting the flow-induced force are presented,
using either CFD, simplified physics or a neural network surrogate. The re-
sulting valve switching profile from these models are compared to investigate
their relevance. A reduction of computational time of the high-fidelity model
is sought by varying the amount of iterations allowed for the dynamical CFD
solution, hence allowing partially converged solutions. A sweet-spot is ob-
served where the level of convergence is sufficient to ensure a stable solution
over time. However, this is not enough of an improvement to make the high-
fidelity model suited for optimization.
Paper J [6]
A mechatronic design procedure for digital valves in DDU is presented with
a focus on the methods that has been applied to simplify the design task of
the flow delivering design. Rough design rules are formulated to remove
infeasible designs from dynamical function evaluation. This means the com-
putation time will be spent on more feasible designs and the simple dynamic
models used to filter the design space into a few candidates. This will be
evaluated by a full dynamical CFD routine to verify the performance, to en-
sure that the LPM is sufficient. Parameter correlation is used to illustrate
dominating parameters which are important when defining the LPM.
1.6 Reading Guidelines
The output of the optimization framework, i.e. the digital valve, is presented
in Chapter 2. The predicted valve performance when used in a DDU is pre-
sented. This chapter is not related to any research papers.
Chapter 3 presents all the relevant steps and equations of the design
framework. This is a mixture of several research papers (A,D,E,I,J) summa-
rized into one analysis of the relevant characteristics of digital valves operat-
ing in a DDU.
Chapter 4 shows the coherence between various simulated states of the
valve and the ones that have been measured from different test-rigs. The
approaches taken in the corresponding research papers are discussed and
the relevant conclusions and findings are summarized.
The main conclusions of this work are presented in Chapter 5 and the
contribution of each paper summarized. A final section presents the perspec-




Appendix I applies the validated framework to locate optimal designs. A
brief discussion is given about how the problem may be formulated.
Appendix II presents images of the relevant contacting surfaces of a few
plunger designs both by using ultrasound and optical microscope.
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Chapter 2
Developed Valve as Used in a
DDU
“It’s not hard to make decisions when you know what your values are.”
– Roy E. Disney (1930 – 2009)
An energy efficient, light and durable machine will mean lower costs for
the environment and the user. This chapter presents the proposed valve
design to realize this.
2.1 The Machine
The design phases of a mechatronic system consists of identifying the re-
quirements, possibilities, new ideas and experience to arrive at a prelimi-
nary design. Hereafter, the performance of the design must be expressed
mathematically so that either implicit or explicit functions can be applied to
evaluate the feasibility of various designs.
The machine used as test environment with the proposed DD modifica-
tion is illustrated in Fig. 2.1 with corresponding key specifications.
The energy conversion in the hydraulic valve is one of the major topics of
this work and roughly speaking decomposes into: energy required to move
the plunger, energy converted to a fluid force (both dampening and accelerat-
ing the plunger) and the pressure throttling loss across the plunger/seat. This
means the flow conditions must be known during switching (determined by
the DDU piston), the actuating force must be known to predict the signifi-
cance of fluid forces, but otherwise the mechanical topology can be analyzed
as an isolated system.
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Rated Speed 800 RPM
Chamber displacement 50 CC/rev
Chambers 5
Peak flow rate 125 L/min
Rated pressure 250 bar
Weight 50 kg
Rated power 110 kW
Valves
Switching time 2-4 ms
Avg. actuator power 40.5 W
Avg. hydraulic loss 23.2 W
Plunger radius (R) 11.8 mm
Plunger width (win) 7.1 mm
Stroke length (ls) 2.8 mm
Moving mass 20 g
Valve mass 0.47 kg
Fig. 2.1: Design proposal for a DDU by modifying an existing Parker CALZONI radial piston
machine.
2.2 The Developed and Optimized Valve
The choice of plunger concept was that of a seat type valve with one annular
flow path. This has been chosen since this concept fulfils the requirement
when considering a hydrostatic transmission system for wind turbines as the
application where the DDU are used. Instead of analyzing several concepts
and topologies, the objective has been to study one concept in depth.
The valve was optimized to reduce the impact speeds in the switching
valves and to reduce the energy not converted into mechanical work in the
motoring DDU. The force response of an actuator optimized for use in digital
valves have been used based on the findings of [68], leaving the design of
parts governing for the fluid dynamics to be of interest. The problem has
been defined as elaborated in Appendix I where the proposed valve has the
configuration as shown in Fig. 2.2.
A copper wire is wounded into a coil with N = 117 turns and wire di-
ameter d = 0.6 mm. This is separated from the hydraulic part of the valve
by a pressure-separator ring. The coil is bonded by cyanoacrylate glue. The
two housing parts are fastened with bolts from the side. An axially magne-
tized Permanent Magnet (PM) is mounted in the top-center of the plunger
to make bi-directional actuator force possible. In the center of the plunger a
pipe allows fluid transport from the top chamber of the PM to the rest of the
system. The clearance between the PM and the housing is proposed to have
round grooves to allow faster pressure dissipation in the clearance, thereby
reducing tilting and mechanical contact. As the plunger moves in negative
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Parts:









(stainless steel ~20 
gram)





















Fig. 2.2: Isometric exploded cross-sectional view revealing the proposes MMVi1.1 design. A
close-up view of the end-stop mechanism of a fully open valve is displayed. The seat & plunger
are shown from another perspective to clarify the design.
z-direction the damping force rises, simultaneously the flow force rises due
to the restriction of the flow path. The plunger seals the annular flow path,
this flow is converted to a circular flow path to make manifold manufactur-
ing easier. The O-rings are installed to prevent leakage to atmosphere and
between the piston chamber and manifold.
The valve design has the benefit of avoiding any need to supply the mov-
ing parts with electricity. This makes it robust, and also the amount of in-
dividual parts is maintained low. Besides, the actuating force meets the re-
quirements for switching time.
The shape of the plunger, seat, venting bores, alignment grooves and
housing have been done to ensure that the valve is compact while easy to
assemble. This is to a great extend aided by experience from previous valve
prototypes. Some of the design parameters governing for the plunger have
been determined by optimization (see Appendix I), and generally the remain-
ing parts are designed by best-practices and ingenuity. FEA has been used
to verify that material stresses are reasonably low. During this project a few
different design solutions to reduce the impact loads have been considered.
2.2.1 Design Possibilities to Reduce Impact Loads
Upon a mechanical impact a significant stress may propagate through the
materials, which may be a limiting factor in the valves lifetime. One possi-
bility is to use special materials and coatings which are able to absorb this
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impact energy. This is associated with increased costs. Another solution is to
make design modifications to limit the impact speed. The physics governing
for the impact speed and design modifications have been studied during this
research and the proposals are summarized in Table 2.1.
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The first two concepts are an inherent part of a poppet-type valve with a
flat contact zone and are therefore in-direct ways of providing end-damping,
where the moving mass is also altered. The geometric changes to govern the
MIF is radius and width of the plunger. This force starts to develop from
around 1 mm and has a significant influence. The origin of this force comes
by a reduction in the flow-induced force.
The flat surface damping comes with the drawback of correspondingly
increased stiction. Both stiction and squeeze-film effects are difficult to model
because cavitation and inertial fluid effects becomes relevant when surfaces
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are separated rapidly, i.e. as discussed in [88]. Furthermore, CFD simulations
of the impact situation have yielded pressures in the range of GPa which
obviously will cause local deformations of the solid, i.e. preventing the fluid
pressure to rise that drastically. A deeper understanding of this calls for more
multi-physical couplings than what has been studied in this research.
The cushion groove widens the plunger along with the radial length of
the orifice in order to achieve a damping force profile with no significant
stiction added as discussed in [104]. The design change does not store the
impact energy and depending on the size of the specimens there may occur
difficulties with tolerances to create these grooves. It has been possible to
add two individual grooves to the plunger, which according to simulations
add the necessary force to provide a soft-landing.
The introduction of an end-damping spring stores the impact energy and
releases it to open the valve. However, it may introduce the consequence
that the valve cannot fully close without the synergistic flow forces coming
from the DDU, i.e. the acting forces must be known with high certainty. The
dimensioning of the spring must be tailored to the specific size of the DDU
and the actuator for the valve to be able to switch at full displacement (i.e.
switch when flow is low). Therefore, it is not necessarily possible to dimen-
sion the end-damping force to absorb the required energy when closing at
partial stroke where the instantaneous flow will peak. The optimization al-
gorithm has handled this trade-off between energy capacity of the spring and
the impact energy, and as the results have revealed the spring is not neces-
sary for the chosen design. A lot of feasible design points have been located
which utilize both cushioning grooves and an end-damping spring. A design
without the spring has been chosen since this makes the design simpler and
puts a softer demand on the modelling accuracy.
Finally, the opportunity of reversing the actuator force during switching
may be taken to introduce soft landing control. This either requires knowl-
edge about the work done by the fluid and actuator, on-line position mea-
surement or an on-line optimization algorithm tuning the switching signals
of the valves. The latter was attempted in [Paper F] but not been tested since
the optimal design achieves the desired impact velocity, without reversing
the actuating force.
2.2.2 Achieved Theoretical Performance
The simulation model developed in this work has been used to evaluate the
performance of the DDU with either the previous valve (MCVi2.0) or the new
valve design (MMAi1.1). The performance is summarized for comparative
purposes in Fig. 2.3.
The energy losses associated with the valves are given in the two figures
along with the velocity profile near impact. These have been the objectives of
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(a) Performance of MCVi2.0 (titanium plunger).
(b) Performance of MMVi1.1 (stainless steel plunger).
Fig. 2.3: Simulation results of a DDU with the previous valve prototype developed at AAU
(MCVi2.0) and with the new optimized design (MMVi1.1). Impact speed is evaluated at 10
µm to be conservative and account for possible plunger misalignment. The two dots mark the
interval in which z = 10µm and the impact velocity is interpolated between these two points.
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optimization. The performance is presented here to show the improvements
and to illustrate that the new plunger can be realized in stainless steel and
still reach the necessary switching requirement. This is cheaper than the tita-
nium plunger otherwise used, and the material is researched more in depth.
This simulation shows that the flow force is low enough for the valve to be
normally open and that the combined valve energy loss is 6.7 J out of 1.61
kJ output energy for each revolution. The switching times are satisfactory
and the impact velocities are well below the threshold of 1.5 m/s, i.e. surface
coatings can be avoided. The pressure peak in the HPV cushioning groove is
around 200 bar relative to pH , which is sufficiently lower than the materials
yield strength.
The above is the output of the proposed optimization formulation and the
next chapter is devoted to explain the design framework used to predict this
performance.
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“All models are wrong, some are useful.”
– George E. P. Box (1919 – 2013)
The design framework must in short be able to predict the performance
of a digital valve in a given DDU environment. This includes: dynamic
response, flow characteristics, fluid force, energy required to switch and
stresses. These are governed by various design parameters and this chap-
ter summarizes the proposed solutions to the challenges of making a design
framework.
3.1 Flow Diagram of the Framework
The developed design framework is created to evaluate the performance of
a specific valve concept where three levels of model fidelity are used: only
static evaluations, dynamic evaluations (including ODEs) and finally includ-
ing PDEs in the form of Navier Stoke’s equations.
The first step is to establish rough design rules to do a preliminary assess-
ment of a given designs dimensioning. This is the pre-modelling phase and
the formulation of these design rules, i.e. static evaluations, requires some
engineering judgement.
Based on literature and experience from steady and transient CFD sim-
ulations of the design, a dynamic LPM has been formulated consisting of
coupled ODEs which are solved numerically.
Finally, the designs that are found optimal by the LPM are considered
for manufacturing by running full transient CFD and/or FEA (either 3D or
2D axisymmetry). The initial thoughts on the framework structure was pre-
sented in [Paper C]. The updated version, presented in [Paper J] is shown in
35
Chapter 3. The Design Framework
Fig. 3.1.
Figure 3.1 illustrates that the choice of various concepts to some extend
couples to each other. This decision process is for the engineer to perform.
It may be decided in a qualitative manner by consulting the literature and
studying obvious design consequences. Based on the choices, the system
can be parametrized and the relevant modelling techniques identified. This
identification is explained by the steps in the ’Define modelling techniques &
optimize’ block where the time consumed to simplify the problem must not
exceed the time spent by just applying the highest fidelity models. This
depends on the amount of required function evaluations, which to some ex-
tend is a function of the design parameters. In this work there are around
30 parameters and to open the possibility of testing various objectives and
constraints model simplifications are essential.
The remainder of this chapter focusses on the modelling-work since this
is the primary research contribution. Figure 3.2 gives an overview of the HPV
simulation model and couplings of the system variables.
The specific equations used to create the model are elaborated in this
chapter, where the two grey boxes in Fig. 3.2 include novel contributions
from this work.
3.2 Simplified DDU Equations
The performance criteria discussed in this research relates to DDU efficiency
and durability. Besides, certain requirements must be met in the functionality
of the machine. The task of this work thus consists of establishing accurate
models to evaluate the machine performance.
Piston Kinematics
The rotation of a DDU may be described purely by kinematics and thus only
requires knowledge about the rotating shaft velocity. This can be translated
to piston displacements and velocities
zP,i = re cos(θ + φi) + re (3.1)
żP,i = −θ̇re sin(θ + φi) (3.2)
where re is the radius of the eccentric, θ is the shaft angle, φi is the angle
which offsets piston i from the other pistons relative to θ, and zP denotes the
displacement of the piston. All these are defined as shown in Fig. 1.1a where
φ1 = π/2.
The DDU is a multi-body system with possible local deformations from
force and torque equilibriums meaning that pressure, flow and leakages all
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Fig. 3.1: Flow diagram of the proposed DDU design framework. Figure is from [Paper J]. The
user defines the environment and the requirements which normally are continually adjusted by
the user, based on these a series of qualitative decisions must be taken. The identification of
necessary physics is largely based on the state-of-the-art, hereafter parameter correlation is used
to analyze the proposed geometry and from this construct Lumped Parameter Models (LPM).
Integrated quantities like fluid force, valve throttling loss and machine efficiency may be defined
as performance metrics. The static design rules and LPM are used in synergy to locate optimal
designs, and the chosen design is validated by transient CFD analysis before manufacturing.
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Fig. 3.2: Simulation model of the interaction between the HPV and the piston chamber, where
the valve flow (QH and QL) and chamber pressure (pC) couples the sub-systems. The two grey
boxes indicate the areas where this work has contributed. The model is similar for the LPV, but
the model inputs pH , QH and uH are with subscript L.
determine how fast the machine rotates in motoring mode. This disserta-
tion focuses on the framework describing the valves and therefore a rapid
solution (both in computation and programming) is preferred, also the above
mentioned phenomena does not couple to the valve performance.
Chamber Pressure Dynamics
The produced torque of the DDU is related to the pressure in the piston





(QH −QL − AP żP) (3.3)
where βe f f is the pressure dependent effective bulk modulus of the oil, ex-
pression discussed in [40] is applied, QH and QL are the flow through HPV
and LPV respectively, AP is the piston area and Vde is the dead volume of the
piston chamber as shown in Fig. 1.1a.
The effective bulk modulus is governed by the mechanical construction
and the fluid, and it plays a role in describing the losses occurring during
pressurization and de-pressurization. In other words, the time required to
change the pressure will decrease with a decrease in volume and/or with an
increase in stiffness, and vice versa. This contributes to the amount of energy
converted for every shaft revolution.
Hose Model
The connecting hoses are modelled by continuity equations and regular para-
metric expressions for the hose inductance and laminar Poiseuille flow (due
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to dimensioning ensuring laminar flow). A hose is divided into several con-
trol volumes to describe the time derivative of flow and pressure. The equa-










Neβe f f ,h
lhπr2h
(Qk−1 −Qk) (3.6)
Q̇k = L−1h (pk − pk+1 − ∆p f ric,k) (3.7)
∆p f ric,k = Qkχh (3.8)
Here the index k denotes the quantity related to the element number k with
a total number of elements of Ne = 5, βe f f ,h is the effective bulk modulus
of the hose (kept constant at 5000 bar), lh and rh are hose length and radius
respectively. These ODEs are solved by using the boundary pressures to give
in- and out-going flow. The pressures are attenuated by accumulators as
illustrated by Fig. 3.3. The pump is assumed to be ideal and deliver a flow

















Fig. 3.3: Hydraulic schematic of the interconnection between accumulators and hose (divided
into Ne elements.)
The length of the hose plays a role in avoiding pressure pulsations and
water hammer phenomena and since relatively fast valve switching (a few
milliseconds) is desired the hose should in general be as short as possible.
This gives lower inductance and lower resistance. The pressure waves travels
quite fast relative to the desired switching frequency of the digital valves and
resonance of these pressure waves is therefore not expected to occur.
Accumulator Model
Accumulators stores hydraulic energy and releases this when needed. The
accumulators used in the test-rig are diaphragm-types which have low inertia
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and a gas-spring stiffness much lower than that of the hydraulic fluid. The








where κ is the polytropic exponent of the gas, ppre,g is the pre-charge pressure
of the gas, VA is the volume of the accumulator and QA is the flow to the
accumulator.
The response of the diaphragm is considered immediate and the pressure
of the gas and liquid side are always equal.
3.3 Digital Valve
The valve switching dynamics is found from the acting forces as summarized
in the equilibrium of forces
z̈ = m−1
(
Fa − Ff + Fs + Fm
)
(3.10)
where Fa is the force of the actuator, Ff is the fluid force from interaction
between the fluid and the plunger, Fs is the total spring force, and Fm is the
mechanical end-stop force from seat and plunger contact. These forces, as
shown in the free-body-diagram of the plunger in Fig. 3.4a, are discussed in
the following.
3.3.1 The Dynamic Computational Fluid Dynamics (CFD) Frame-
work
Early on in the project a dynamic and to some extend generic CFD framework
was identified to be essential in order to understand the switching behavior
of digital valves. The following test cases of the valve have been studied:
• Switching under constant velocity, and fluid is initially still
• Switching under constant acceleration, and fluid is initially still
• Switching under varying acceleration, and varying boundary flow
• A non-zero pressure differential on the boundaries, and fluid is initially
still
The focus ended up on a 2D axisymmetric formulation to allow rapid gen-
eration of geometry, meshing and analysis at the cost of restricting designs




























































Fig. 3.4: The figure illustrates the plunger in 3D and the approximate locations of each force.
The motion is along the z-axis and forces assumed to act uniformly on the entire body. This
3D design along with the valve housing and seat have been reduced to the 2D axisymmetric
parametric geometry of Fig. 3.4b where the most relevant parameters and variables are denoted.
rM = R− win/2− l1 − l2 − 2r1
The validity of this approach was ensured by consulting measurements of
the valve prototype. The approach requires only one dynamic meshing tech-
nique, the layering technique, because only rectilinear motion is considered.
The CFD approach has been validated for simple test situations as discussed
in [Paper A and H]. The developed framework is elaborated in [Paper E] and
the most relevant details are summarized here with some additional discus-
sions.
The problems solved to realize the dynamic CFD simulation are; formu-
lating a proper mesh given the applied discretization schemes, setting up the
dynamic mesh zones, time-stepping algorithms and describing the motion of
the moving walls. Details about the mesh can be found in [Paper A & E].
The layering technique requires a quadrilateral mesh structure in order to
either collapse or expand the mesh orthogonally to the moving surface. This
method preserves the original mesh, compared to the other methods available
and metrics such as skewness is therefore not worsened while simulating.
The concept is illustrated in Fig. 3.5 where the mesh height shrinks for each
time step according to the motion of the plunger, and the element either
expands or collapses when one of the constraints of (3.11) are violated. A
limit of the time step-size may be defined to avoid jumping through several
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Fig. 3.5: Time incrementing of a dynamic biased mesh by the layering method. The red-line is
a moving wall-boundary and the blue is a fixed wall-boundary. Black lines are regular element
edges.
elements of the mesh in one time step (causing negative cell volume) and the
allowed height (hid) of the elements on a boundary can be changed with time.
h > αchid ; h < (1 + αs)hid (3.11)
Where h is the current height of the mesh element on the moving wall, αc
and αs are the collapse and split factors respectively. The maximum allowed




where ε is a small number to avoid dividing by zero, and the allowed dis-
tance, ∆S corresponds to the length of one element in the z-direction. The
element size varies as a function of z as shown in Fig. 3.5, and ∆S is therefore
defined as a variable. This ensures that the time step is restricted to avoid
negative cell volumes when the mesh is updated. This distance is defined as
∆S =
{
Se − Sels z if z < zlim
Se−Ss
ls
z + Se otherwise
(3.13)
where zlim is a user-defined position at which the non-linearity of the fluid
force becomes significant compared to other forces. To capture this sudden
rise in damping force, low step-sizes are necessary. For each time step the
allowed maximum step-size is updated and the actual step-size is determined
by the solver algorithm in ANSYS Fluent based on the numerical truncation
error of the fluid dynamical equations. Therefore, this does not account for
the numerical error introduced by integration of the plunger’s acceleration.
Several issues with negative cell volumes have been experienced when
the value of ∆S was poorly defined. Furthermore, the value of hid is prefer-
ably dependent on z, but a sufficient formulation has not been found to give
reasonable results, therefore it has been kept constant.
Examples of two spatial solutions at given time instants during valve
switching are shown in Fig. 3.6.
The contours of the graphs show the interpolated fluid pressures and the
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Fig. 3.7: Position (z) and fluid force (Ff ) during valve switching. The boundary conditions either
allow a flow of 0 or 60 L/min. Two quite different switching characteristics are observed and
the fluid force becomes unstable when Q = 60 L/min.
zones, but more importantly the pressures on the surface of the plunger may
be integrated to find the fluid force. The mass flow rate at the boundaries
compared to the pressure drop at the two boundaries can be used to describe
the flow characteristics. The pressure levels shows that the flow does not
cause much pressure change around the plunger when z is high, but as z
decreases the interaction changes.
During the switching instant, the boundary conditions can be defined in
various ways, which significantly affects the solution. One case is to have
no flow allowed across the boundary edges, i.e. the expanded fluid volume
must be filled by the compressed one. Another one is to enforce a constant
flow condition that is non-zero, e.g. 60 L/min. The difference of these two
situations when observing plunger position and the fluid force is visualized
in Fig. 3.7.
Figure 3.7 reveals a significant change in the damping forces of the two
situations. At zero flow the plunger is gradually decelerated, whereas the 60
L/min causes the impact to occur at a higher velocity. This conclusion has
been supported by the experimental observations that were shown in [Pa-
per A & H]. The fluid force solution diverges as z→ 0 when Q = 60 L/min,
which is either attributed to ill-conditioned equations from the compressed
mesh or due to a too large step-size. To study this further a series of varying
flow conditions have been simulated with CFD and the fluid force (Ff ) near
end-stop computed. These are plotted in Fig. 3.8.
The graphs of Fig. 3.8 shows how Ff depends on z and the flow, i.e. on
the position of the DDU shaft (θ) and the rotation speed (θ̇ = 800 RPM). The
smoothing of the results shows that Ff rises fast as z ≈ 50 µm and also that it
is highly non-linear. The force oscillation influences the plunger movement,
hence feeding back to the solution for Ff and this causes instability and at
some point this causes divergence and the simulation is terminated. Study of
44
3.3. Digital Valve
Fig. 3.8: Switching at different shaft angles and constant rotating speed causing different flow
conditions according to (3.2). The results of the two plots are identical, but the graphs to the left
have not been smoothed whereas the ones to the right are smoothed over 20 values.
the impact situation is thus not entirely possible with the current settings of
the CFD framework.
The maximum step-size and the ideal height of the layering mesh have
been adjusted to remedy the unstable force results. The step-size constraint
makes it possible to include the end-damping forces and evaluate valve switch-
ing down to 2 µm when the flow conditions are at its peak (125 L/min), but at
the cost of additional computational burden. The resulting graphs are shown
in Fig. 3.9.
The introduction of dynamic limits to the step-size gives a more stable
solution. Whether this is caused by improving stability of the discretized
RANS equations or of the discretized equation of motion is difficult to say
since these are coupled. However, the stability of the numerical integration
has been analyzed by studying the eigenvalues of a mass-spring-damper sys-
tem which is similar to a digital valve. An increase of the fluid damping force
means a requirement of lower step-size to ensure a stable solution as shown
in the following.
Importance of Step-size for Stability
The acceleration is integrated numerically to obtain velocity and position
in the CFD framework. This is done by the forward-Euler method. The
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Fig. 3.9: Switching at θ = π/2 meaning Q = 125 L/min. The results are shown as function of
the plunger position (z) and the time step-size plus fluid force are plotted over time to show how
rapidly the damping force rises.
major drawback of this method is that it is only a first order solver, and
small step-sizes may be necessary to give stable solutions. The reason for
not using higher order integration is because Ff is found from CFD, where
the mesh is updated for each iteration. If e.g. the 4th order Runge-Kutta
method was desired, this would require four CFD iterations to integrate the
acceleration. After these iterations it would be necessary to re-initialize the
mesh and the solution space to the instant before these four iterations and
then the actual time step update may be performed. This is a computational
and programming challenge and has not been considered a more feasible
approach for the problem at hand.
Stability of forward-Euler integration can be evaluated by looking at the
eigenvalues of the system. Using the linear test equation (ẏ = λy with a
non-zero initial condition) it can be shown that the solution is stable if
|1 + λ∆t| ≤ 1 (3.14)
In this analysis the valve is approximated by a mass-spring-damper system,
which means the drag term is not included and neither is the position depen-
dent damping nor the flow-induced force. The eigenvalues of a mass-spring-
damper system are
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Fig. 3.10: Left: is the stability region (the blue line) according to (3.14) and step-size multiplied
by eigenvalues from (3.15) (shown as crosses). The eigenvalues are -16.4e3 and -16.9e3 when
m = 30 g, ks = 2.22 N/mm, kv = 0.5 Ns/mm, i.e a step-size, ∆t < 0.119 ms is necessary for the
discrete equations to be stable. The step-size is varied from 1e−5 to 0.15 ms in the plot. Right:
shows the distance between each eigenvalue and the point (-1,0).
Since the mass (m) and spring stiffness (ks) are fixed for a given design, the
stability region can be evaluated at different time step-sizes (∆t) and damping
(kv) to reveal Fig. 3.10.
The stability region reveals that a low damping means large steps can be
used, and when the damping increases the allowable step-size decreases. If
all the velocity dependent forces are linearized in the region near the seat,
the equivalent kv coefficient is 0.1 Ns/mm and the solution should therefore
be stable for steps-sizes in the order of 0.1 ms. This is a quite large step-size,
which is why the forward-Euler method should be sufficient. Furthermore,
added mass from the fluid means that the stable region widens.
However, as observed in the above simulations the fluid force did become
unstable as the opening area decreased (around z = 0.1 mm) where the non-
linear term of the fluid force dominates. Therefore, the maximum step-size
decreases linearly with a steeper gradient near the end-stop as defined by
(3.13). This approach is not guaranteed to be stable since it depends on the
values of Se and zlim and changing the valve design may move the necessary
value of zlim.
3.4 Valve Fluid Flow & Forces, Ff
The force that arises from the interaction between a moving fluid and a mov-
ing solid plays a significant role in predicting the valve performance, see
[Paper A, E, H & I]. The force is governed by the plunger wall boundary
pressures and these are affected by movement and acceleration of the fluid
and/or body. The earlier iterations of the MCVi1.0 and MCVi2.0 [66,90] were
primarily designed with respect to the actuator and a non-parametric fluid
force model used to include the fluid force of one design. Design changes to
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the flow geometry was therefore not included in e.g. [90, 96]. The total fluid
force has been divided as
Ff = Ff low + Ft + FMI + Fe (3.16)
where Ff low is the steady-state flow force, Ft is the transient flow force, FMI
is the Movement-Induced (MI) force from plunger movement and Fe is the
fluid force occurring near end-stop.
3.4.1 Steady-state Flow Force, Ff low
Ff low has been studied by CFD in [Paper E & I] and also experimentally in [69]
for the same valve design. The currently most accurate parametric form for
the considered valve concept is
Ff low =
{
Fp − ρF Q
2




Fp = Ap∆p (3.18)







Ao = min(4πRz, 2πRwin︸ ︷︷ ︸
Ap
), (3.20)
and where γ is the angle used to describe the influence of the Vena-Contracta
(VC) as discussed in [Paper I]. This angle is determined based on the relation
between the plunger displacement (z) and seat width (win), which have been
identified to be dominating for Ff low. The further away the plunger is from
the seat, the lower Ff low becomes for positive flow. In the considered flow
range, a negative flow causes Ff low to become almost independent of z. The
force Fp occurs from having a differential pressure across the valve and for
a positive flow this force is reduced depending on the jet angle. As Ao goes
to zero a singularity arises in (3.16) which is avoided by having zmin = 2 µm
and Q = 0 at zmin.
The tuning parameters (c1, c2, c3) are determined from minimizing the
Mean Absolute Error (MAE) of Ff low between LPM and CFD simulations. The
remainders are purely defined by the plunger’s dimensions and the fluid’s
density. The value of Ff low is used to assess if a given design is normally
open at peak flow conditions, if not this design is not further evaluated.
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At positive flow, Ff low is sensitive to z when the value of this is below
0.5win. For values higher than this the flow force still decays as γ→ π/2 but
with a low gradient. Plots of [Paper I] show agreements between the flow
force and pressure/flow relation from the various models, with an example
given in Fig. 3.11. The correlation between ∆p and Ff low is clear from the
graphs as well as the non-linear flow relation.
Fig. 3.11: Flow force and flow computation from CFD, LPM and LPM aided by ANN for various
values of z. Figure is from [Paper I] and values are for the baseline design, R = 15 mm and
win = 5 mm.
Artificial Neural Network Surrogate Model
The above model for the flow force is derived from a simplified physical
understanding of hydraulic valves. This has the risk of omitting certain char-
acteristics and dependencies, which would be captured by a CFD analysis.
Therefore, the possibility of constructing an Artificial Neural Network (ANN)
surrogate model based on CFD results has been investigated in [Paper I].
The paper investigated the feasibility of applying ANN as a surrogate by
using the LPM of (3.23) and (3.16) together with CFD data. The relations
between inputs (∆p, z, R, win) and outputs (Ff , Q) were compared to under-
stand the requirements for data diversity and size. If analytical expressions
are impossible to derive it makes sense to look at a surrogate like the ANN.
However, the computational burden in obtaining training data is heavy for
the transient and dynamic problem. Hence for the considered type of prob-
lem, a parameter correlation is considered as a stronger tool to reduce the
fluid flow problem into a set of coupled ODEs.
3.4.2 Transient Flow Force, Ft
The transient flow force (Ft) is a consequence of a change in flow, i.e. chang-
ing the fluid momentum means changing the pressure around the plunger.
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This force is modelled in spool type valves as being mass times acceleration
of the fluid volume of interest. This translates to the expression
Ft = −ρFldQ̇t = −2winρFQ̇t (3.21)
where the damping length (ld) is governed by the geometry and for seat
type valves normally equal to the hydraulic diameter and Q̇t is the change
of the transient flow, i.e. including Movement-Induced flow (3.32) and flow
gradient through the valve. Using the orifice equation to describe the flow,
means that the above term becomes a drag force proportional to the velocity
of the plunger.
3.4.3 Valve Flow
The flow through the valve is determined by the opening area of the valve,
the current pressure difference, the current flow and by the speed of the
plunger. The total flow is
Qt = Q + QMIF (3.22)
where the two separate flow contributions are described by (3.23) and (3.32).
Normally, the flow through a valve is described solely by the orifice equation
(3.23). Several models that apply to both laminar and turbulent cases have
been proposed in the literature where reasonable results have been shown









where Ao is the orifice opening area, DH is the hydraulic diameter of the
orifice, ρF and µF are the fluid’s density and dynamic viscosity respectively,
Ret is the Reynold’s transition number, Cd is the discharge coefficient at tur-
bulent conditions. Best fit for Cd and Ret when compared with CFD results
are Cd = 0.67 and Ret = 58. The coefficients k f 1 and k f 2 account for both
turbulent and laminar flow conditions. These coefficients play a role in de-
termining the throttling loss in a DDU.
The LPM requires knowledge about the discharge of the flow area (Cd)
and the transition number from laminar to turbulent (Ret). These may be
determined based on common values, CFD simulations or from measure-
ment. The discharge coefficient of orifices has been studied for decades
(e.g. [35, 64, 115]), and commonly it depends on the Reynolds number. The
maximum Reynolds number of an annular valve occurs in the annular flow
path or in the gap between the plunger and the seat. These can be approxi-
mated by [69]
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Fig. 3.12: Discharge coefficients estimated with CFD results when the flow is varied within a
range expected for a DDU. The expression of (3.25) is plotted and referred to as "Fitting".
The expected flow resulting from a pressure difference can be calculated from
CFD and (3.23) can be applied to calculate the value of Cd for the relation to
hold.












where c4 · · · c7 are fitting parameters and Cd,∞ is the turbulent discharge co-
efficient. This expression holds sufficiently as observed from Fig. 3.12 where
the geometrical parameters are unchanged and only Q is varied during CFD
simulation of the digital valve.
This is indicating that the CFD model is sufficient, and that Cd can be
parametrized for the baseline design as a function of Q. However, to test
this further a series of different flows and plunger positions have been simu-
lated for four different designs (R and win are varied) revealing the values in
Fig. 3.13 here Reseat is largest for all the design points.
The graphs illustrates that changing both R, win and z does result in sig-
nificantly different dependencies on the Reynolds number. Low Re numbers
comes at large z which gives coefficients close to and even slightly above 1 at
one instant. This happens since the size of z becomes greater than win which
means the region of minimum flow area is not near the plunger. In this situa-
tion the geometry is not similar to a regular orifice and the traditional models
are not necessarily meaningful.
The graphs also show that the flow direction influences the value of Cd.
The tendencies of the coefficient do not resemble the classical dependency
between Cd and the Reynolds number, i.e. applying (3.25) and (3.24) is not
expected to be useful as a parametric expression for this design.
In the case of designing a motor the flow is primarily positive, this means
the range of Cd is 0.44-0.8. The discharge coefficient is kept constant for all
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Fig. 3.13: Discharge coefficients estimated by CFD predictions and inserting into (3.23) where
Reynolds number found from (3.24). Both Q and z ∈ [06] mm are variables in each graph.
designs during optimization knowing that this does introduce an inaccurate
throttling loss and flow force. However, this will eliminate the requirement
of CFD simulations for each parametric update.
Valve Leakage
In [Paper D] a framework was presented to quickly asses the consequences
of a leaking valve and also when leakage occurs as a function of switch-
ing cycles. A leakage between 0-1% of maximum flow is investigated, the
loss increases linearly with increase of leakage as presented in the paper.
A Poiseuille flow consideration between two flat parallel plates results in a
0.03% leakage flow relative to peak flow when the leakage path gap height is
2 µm and the length of the gap is 0.1 mm. This length is the lower bound of
the design space and thus gives the highest leakage flow. This loss is insignif-
icant compared to the machine output and therefore leakage predictions are
not included. Besides seat type valves are normally leak-free.
3.4.4 Valve Fluid Inertia
Evaluation of the un-steady pressure driven flow through a valve was one
of the topics studied by CFD analysis in [Paper E]. This revealed a tran-
sient period in which the fluid needed to accelerate from rest to the steady
value predicted by the pressure flow relation. This is not surprising from the
equation of momentum, and in digital hydraulics this parasitic inductance is
something that is relevant to consider due to the fast switching of the control
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(a) Without valve fluid inertia. (b) With valve fluid inertia (k f 3).
Fig. 3.14: Simulation results of a DDU operating in motor mode showing the consequence of
one modelling adjustment.
valves. An approach was demonstrated in [29] using the mean flow velocity
through an orifice and applying the continuity- and momentum- equation,
which resulted in the equation
∆p = k f 1Q|Q|+ k f 2Q + k f 3Q̇ (3.26)
where the third fluid coefficient k f 3 is the valve inductance. The time depen-
dent term describes acceleration and deceleration of the fluid going through
the orifice, and for a steady-state flow the equation reduces to the orifice
equation presented in (3.23). The lumped parameter, k f 3 was proposed by
[29] to be governed by





This additional term has been used to describe the movement of the fluid
between the accumulator and the piston chamber. Simulations of a DDU
with and without the fluid inertia have been performed revealing the graphs
of Fig. 3.14.
The graphs show how the introduction of fluid inertia between accumu-
lator and valve causes oscillations on both the high pressure (pH) and the
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(a) Large parameter space. (b) Parameters ls and Q remained constant.
Fig. 3.15: Parameter correlation values of the two static fluid dynamical output parameters, flow
force and pressure drop. Results from [Paper G] but Fig. 3.15b is presented here for the first
time.
chamber pressure (pC). Attenuation of this should be ensured by the accu-
mulator.
A 3D CFD analysis from [92] of a DDU piston chamber with two relatively
large digital valves revealed an oscillating pressure in the piston chamber
whereas the constructed LPM of [91] did not. A similar pressure oscillation
was observed experimentally in the DDU test-rig as explained in sec. 4.3.3.
The oscillation had a frequency of 0.7 kHz and attenuated after 15 ms and
therefore similar but not identical to the one shown in Fig. 3.14b, which is 1.7
kHz and attenuated after 5 ms.
3.4.5 Sensitivity of Flow and Force Predictions
Paper J elaborates the developed framework, and illustrates the parameter
correlations in the flow delivering design. The LPM of flow and force include
the parameters ls, µF, R, Q and win. The parameter correlation reveals the
significant correlations with respect to the chosen outputs, and therefore also
the remaining irrelevant parameters. One example was shown in the paper
where Q and ls dominated the outputs (Fig. 3.15a), maintaining these two
parameters constant reveals the correlations of Fig. 3.15b. The correlation of
l1, l2, l3, l4, r1, r2 was found to be irrelevant w.r.t the defined outputs. However,
R, win and to some degree µF correlates with the outputs.
The solutions found by static CFD along with the same design points
used in the LPM have been used to compare the sensitivity and residual of
the predictions from the two models. Spearman’s correlation metric and the
residual between CFD and LPM are computed to yield that the correlations
of the models are similar. In addition, the MAE of residuals for the force
predictions is 1.5 N and for the pressure to flow prediction a MAE of 2 kPa
is found.
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3.4.6 Movement-Induced Flow and Force, FMI
In resemblance to the forces arising from flow conditions around the plunger,
a force will occur when the plunger moves relative to the fluid. This is re-
ferred to as a Movement-Induced (MI) force and this movement will further-
more cause a flow referred to as a MI Flow (MIF). The behavior of the MI force
was studied with 3D CFD simulations by Roemer et al. (2015) [95, 96]. The
authors argued that due to switching in the millisecond range no ’compli-
cated’ flow phenomena will have time to develop from the initially still fluid
and thereby convective acceleration are eliminated from the incompressible
NS equations reducing it to its linearized form. The MI force therefore takes
the approximate form for rectilinear motion











t− τ dτ︸ ︷︷ ︸
History
(3.28)
where ka, kv, kd, kh are fluid friction coefficients that are constant for the orig-
inal expression, but due to the nearby boundary walls these coefficients are
dependent on z. Sometimes this fluid friction is called "drag". In the fol-
lowing a small distinction is made, a viscous term is proportional to velocity
and a drag term is proportional to the square of velocity. The added mass
determines the work necessary to change the kinetic energy of the fluid. This
work is done by the plunger and since the resisting force is proportional to
the acceleration of the body it is referred to as an "added mass", although it
more accurately describes the change in kinetic energy of all the fluid [17].
The viscous friction and history terms are also derived from the Stokes-flow
drag on a circular disk [44]. The drag term is not part of the Stokes-flow
solution, but is a term of the Morison’s equation [17]. This additional term
has been shown to be necessary in order to represent the force results of CFD
analysis. The values of the coefficients were presented in [Paper E] and the
analysis is extended here for clarification of the approach for finding these
and how accurate the model is when the underlying assumptions are chal-
lenged. The significance of the history term was tested in [Paper A] and for
the studied valve this term is insignificant, largely because switching is in the
ms range. For the other contributions the following cases may be considered.
Condition I, a low constant velocity: For the case where the acceleration
is zero, both history- and the added mass terms are zero. Equation (3.28)
reduces to




where the drag term goes to zero due to the square of velocity. This means
kv can be isolated and calculated by CFD simulations. However, CFD simu-
lation resulted in a high damping when the plunger movement was initiated.
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(a) Viscous coefficient (kv). (b) Damping coefficient (kd).
Fig. 3.16: Friction coefficients found by the described approach where the value of kv is used to
find kd. The velocities are negative, i.e. z goes to zero.
This is because of the impulse drag that arises when changing a velocity in-
stantaneously from 0 to żi as derived in [45] which means (3.29) must be








where kI is an impulse drag factor which only exists when a body is acceler-
ated from rest to a constant velocity infinitely fast. This leaves two unknowns,
but since the inverse of the time are related to the impulse drag, this force
will dominate in the first few time-steps where t ≈ 0 and the magnitude of kv
is not important to estimate the value of kI . This leaves one unknown and kv
can be calculated for the remainder of the data points as shown in Fig. 3.16a.
Condition II, several high constant velocities: Since both kI and kv have
been determined it is now possible to find values for kd. This is done for vari-
ous velocities to test its dependence on this. Ideally it will be zero at all times,
i.e. if the fluid friction (FMI) is only proportional to velocity. The CFD results
have, however, yielded that a quadratic term is necessary and the calculated
coefficients of kd for various velocities are summarized in Fig. 3.16b.
Studies of fluid friction of a flat circular disk moving in an initially still,
incompressible, viscous fluid were elaborated in [Paper A]. The analytically
parametric expressions of the MI-terms was presented, where the viscous
coefficient of kv,plate = 16µFrplate, setting the plate radius equal to the outer
radius of the plunger gives kv = 0.01 which is quite insignificant. The value
only fits the value predicted from CFD when z > 2 mm. As z decreases the
introduced error becomes significant. The drag coefficient of a flat plate is
given as kd = 0.5ρFC f πr2plate where C f is shape dependent and equal to 1.1
for a circular disk. The value of kd = 0.3 for the considered design, which is
in the correct range when z is around 2 mm.
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(a) Added mass. (b) CFD is coloured and (3.28) is dotted.
Fig. 3.17: Added mass coefficient for various accelerations and putting it all together to compare
the CFD force with the one predicted by (3.28). For this comparison ka from the CFD simulation
of -3 kms−2 is applied.
Condition III, several constant accelerations: As described above the his-
tory term of (3.28) may be omitted without introducing a significant error.
Since the remaining coefficients have been determined it is possible to derive
the added mass by simulating a constant plunger acceleration.
ka =
kv ż + kd ż|ż| − FMI
z̈
(3.31)
The results of the added mass and the value of FMI are given in Fig. 3.17.
The added masses are ideally independent on the acceleration magnitude,
which is also the trend as the acceleration rises. The total force predictions
from the two modelling approaches yield almost identical results and the
form of the LPM is sufficient for the considered example.
Studies of the added mass of a flat circular disk moving in an initially still,
incompressible, viscous fluid reveals a parametrized added mass of ka,plate =
8/3ρFr3plate. Setting the plate radius equal to the outer radius of the plunger
gives ka = 12 g, which is not far from that predicted by CFD and may be
used as an alternative. If instead the added mass of a plate of radius rout
and a smaller plate of radius rin are subtracted (rout > rin) with each other,
the formula ka,annulus = 8/3ρF(r3out − r3in) is obtained. This resembles the
plunger geometry better and gives ka = 9.5 g, which is also closer to the
value predicted by CFD.
The Movement Induced Flow (MIF) of the valve concept considered in
this work has not been investigated by neither simulation nor experiment
prior to this research. The MIF relates to the velocity of the plunger, but also
to the current position of it as shown in [Paper E]. This indicates that the
plunger’s shadow area cannot merely be multiplied the velocity to find this
flow as prior believed [41, 68, 98]. Instead the area varies with z as illustrated
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z
Previous interpretation of 
movement induced flow
New interpretation of movement 









Fig. 3.18: Conceptual difference in the interpretation of the MIF. The new method considers the
flow in both x and z-direction.
(a) Constant acceleration (closing). (b) Constant velocity (opening).
Fig. 3.19: Effective areas of the MI Flow (MIF).
by the dotted line in Fig. 3.18.
The MIF is determined based on the plunger’s velocity and an effective
area (AMIF). This may be determined by CFD simulations, i.e. by dividing
the mass flow rate by the plunger velocity at each time step, yielding the
areas of the graphs shown in Fig. 3.19. Several constant accelerations are
simulated for the closing motion, and due to the independence on ż the flow
area is only evaluated for one data point during opening. This results in a
higher AMIF for the entire range of z as shown in Fig. 3.19b. The area in
general depends on z and not significantly on ż or z̈.
The MIF is described by
QMIF = kMIF AMIF ż (3.32)
where the effective area AMIF ≈ Ap = 6.4 cm2 as z is close to zero. A
parametric version of this may be achieved simply by scaling the area with
58
3.4. Valve Fluid Flow & Forces, Ff
the change in shadow area as, i.e. kMIF = Ap A−1p,re f , where Ap,re f is the area
of the reference design and Ap the shadow area of the new design. This is
simply a necessary approach since the position dependency of AMIF cannot
be derived analytically, but since AMIF ≈ Ap when z = 0 this is considered a
fair approach to make the expression parametric.
The approach for the MI force requires at least three dynamic CFD simula-
tions for each new plunger design. This is not feasible in parametric analysis,
which is why an approach similar to the MIF has been taken. The final form
of the MI force applies the parametric relations of ka, kd and kv discussed in
the text. This means the outer and inner radius of the annulus scales the
coefficients found by CFD for the reference point given above as
FMI =
r3out − r3in
r3out,re f − r3in,re f
ka z̈ +
µF(rout − rin)
µF,re f (rout,re f − rin,re f )
kv ż + kMIFkd ż|ż| (3.33)
ka, kv, kd are look-up tables with input of z. When a design change is pro-
posed during optimization these coefficients are then scaled according to the
radius of the annulus. The drag term has the same dependency on geometry
as the MIF described in (3.32), i.e. radius squared. This makes the model
parametric, while introducing modelling uncertainty.
In a system like a digital valve the fluid is seldom still. The added mass is
valid although the fluid is moving relative to the body. However, if the fluid
is accelerated together with the body this will change the force. This effect is
partially included by the transient flow-force from (3.21), which should com-
pensate for this. This simplification is one source of modelling uncertainty.
When the fluid moves relative to the body this may potentially change the
dampening forces discussed in the above. This is compensated by the flow
force of (3.17), but is a source of modelling uncertainty. All of the above pro-
posals to create a LPM has been tested by comparing CFD to the LPM looking
at fluid force and plunger velocity. The analysis is presented in the follow-
ing pages, and ends up showing that the correct magnitudes are predicted
for the reference design when all models are tested together. The paramet-
ric relations are tested in a few data points where the velocity magnitudes
fits sufficiently between CFD and LPM when considering the purpose of the
LPM.
3.4.7 Squeeze-film and stiction force, Fe
The quick separation or adhesion of solid bodies with a fluid in between is
the cause of local pressure changes, generating either a dampening or suction
like force. The phenomena is an inherent property of seat type valves and the
exact prediction of this force has been shown in literature to be a comprehen-
sive task since surface roughness and possible cavitation can be the cause of
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a significant deviation from the expected force. Cavitation of the fluid occurs
at a certain pressure depending on the tensile properties of the fluid. This
may be governed by the purity of the fluid and the level of air content. These
multiphase conditions can be simulated to some degree via CFD and analyti-
cal solutions have also been proposed as discussed in the SOTA in Chapter. 1.
However, for physical systems the quality of the oil is seldom known, where
nano bubbles and other particles may be present. The cavitation phenomena
is mainly considered plausible when opening the LPV. Accurate modelling
of this may open the possibility of pushing the DDU performance further by
reducing the stiction period. However, a conservative and rapid executable
approach has been preferred since experiments have not shown signs of stic-
tion being a severe issue.
The approach chosen is to introduce a switch condition in the region near
end-stop. The MI force is dominated by squeeze-film damping or stiction in
this region where the most simple solution is to use the Stefan force, which is
sufficient when cavitation does not occur. This model ignores intake losses,
cavitation and inertia of the fluid as discussed for a flat plate in [88].
The flow between the flat plates separating the cushioning groove and
the fluid domain have been described by a Poiseuille flow as discussed in
[Paper H]. In the same paper the combined fluid force near end-stop is elab-
orated. The cushion force is found by applying the continuity equation to the
fluid volume inside the groove and multiplying the pressure by the shadow
area. The force takes the form















where Con? determines if a cushion groove is present or not, Ng and N f
denotes the amount of grooves and flat surfaces. See Fig. 3.20 for the visu-
alization of the above variables and parameters, and consult [Paper H] for
more detailed explanations of the model. This paper shows that the model
is able to predict the cushion groove pressure to a sufficient degree and that
experimental stiction periods are also possible to predict.
The fluid force resulting from quick separation of the valve plunger from
the seat has been evaluated with the LPM and CFD model to visualize the
difference. A constant value of ż = 1 m/s is applied. The initial plunger
position is 8 µm. This is chosen since lower initial positions give numerical
divergence in the CFD model. The velocity magnitude is in a range realistic to
occur in digital valves used in DDU, but is in the high end compared to how
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Fig. 3.20: Relevant parameters of cushion plunger concept. rM = R− win/2− l1 − l2 − 2r1.
near the plunger and seat are to each other. The simulations are repeated
with and without cushioning grooves, and one set of CFD simulations is
presented where the fluid can exists in multiple phases. The results are given
in Fig. 3.21.
(a) Fluid force for single phase liquid. (b) Eulerian multiphase simulation.
Fig. 3.21: Stiction forces from CFD and LPM for a flat and cushion design with and without
cavitation in the fluid. Notice log-scale on y-axis.
Oil compressibility causes the cushion stiction force to develop over a
longer time in the LPM than that of the CFD, however after 0.01 ms this
effect has vanished. The forces decay with similar gradients thus indicating
that the order of the model is sufficient. The predictions of the flat contact
design show disagreement on how fast the force becomes insignificant, i.e.
omitting in-take losses and inertial forces causes the LPM to predict quicker
opening than that of the CFD, i.e. a lower stiction force.
The introduction of a cavitation threshold of 1 Pa gives rise to a much
more constant resisting force in the cushioning design. The fluid vaporization
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Fig. 3.22: CFD analysis with a constant boundary pressure differential of 0.1 bar leading to a
build-up of flow. The valve is initially open and initiates closing after 20 ms. Ff ,ANN uses the
ANN model to predict Ff low. This force is Fs in the graphs, which is denoted as Fs,ANN for the
ANN. Notation and graph from [Paper I]). The acceleration, velocity and position from the CFD
simulation are used directly in the LPM.
causes the pressure of the cavitation zone to saturate at 1 Pa. The fluid forces
decay rapidly around 0.15 ms in Fig. 3.21b and becomes negative. This must
be caused by the shrinkage of the cavitation zone, thus according to this
cavitation model the energy release from the phase change contributes with
a force acting to open the valve. If cavitation occurs the valve is thus expected
to open quicker in reality than predicted by the LPM. This rapid change and
oscillation of the stiction force has also been observed experimentally for a
flat disk in e.g. [88].
3.5 Comparison of CFD and LPM
The LPM is constructed by all the mentioned terms of the above, where these
terms may only be valid for the special case under which they were derived.
Therefore, the models related to the fluid force acting on the plunger have
been tested under different conditions.
In [Paper I] the different force contributions during a switching cycle with
a 0.1 bar pressure differential were computed by the LPM and compared to
the total fluid force from the CFD framework to yield the graphs in Fig. 3.22.
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(a) Velocity and fluid force prediction by the LPM and CFD. (b) Velocity residuals.
Fig. 3.23: Results for the baseline design of the plunger velocity and fluid force as function of
plunger position in order to illustrate the differences between the CFD and LPM predictions.
Seven increments of the DDU shaft position (θ) are simulated for both models in the interval
given in the graph where θ rises along the direction of the arrow. The corresponding residuals
by calculating the MAE of the position dependent velocity and the residual of the impact velocity
(żimp).
The graphs show the transient response of the orifice, where the pres-
sure forces accelerate the fluid until viscous forces and pressure forces are
in balance and the fluid stops accelerating. As the flow is steady (at 20 ms)
an actuating force is applied and the flow rises by QMIF and is reduced as
the opening area is restricted, hence reducing Q. The combined fluid force
of the CFD (Ff ,CFD) and LPM (Ff ,LPM) are similar, but the steady-state flow
force (Fs) is affected too much by the flow causing the combined force of the
LPM to be lower than the CFD. This difference is insignificant compared to
the one occurring in the region at 21.5 ms. Excessive damping is predicted
by the LPM and the consequence of a moving and locally accelerating fluid
obviously does mean the simplifications of the LPM do introduce inaccuracy.
The velocities, forces and maximum pressure acting during closing were
predicted by CFD and presented in Chapter 1. The velocities and forces from
CFD are summarized here together with the corresponding LPM predictions
and residuals (MAE of the velocity and the absolute difference in predicted
impact speeds for each set of simulations) in Fig. 3.23.
Figure 3.23a illustrates closing movement of the valve by a constant ac-
tuating force, Fa = −50 N, i.e. z = 2.5 → 0 mm over time. The fluid force
(Ff ) develops as a function of the plunger position (z) and velocity (ż). The
closing force grows larger towards end-stop until the end-damping becomes
dominating thus starting to decelerate the plunger. A clear discrepancy be-
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Fig. 3.24: The graphs show plunger velocity of two different designs with R at the boundary of
the design space. θ is varied in the same range but only with 5 increments here compared to
that of Fig. 3.23a.
tween the peak of Ff is observed, although the tendency is captured by the
LPM when compared to the CFD model. The valve will be switched only
near full stroke (around 0.8π). In this region the flow is low and the model
residuals of the fluid force are sufficiently low. Furthermore, the residuals
of impact speeds are relatively low and the magnitude of the MAE indicates
that the total switching time is accurately predicted. The LPM is acceptable
for the reference design point.
The LPM is parametrized by simple geometrical scaling factors and there-
fore the applied discharge coefficient, MI force coefficients and MIF area may
be erroneous. This means that variations on ls, R, win may cause the derived
LPM to become inaccurate. To uncover this a series of simulations have been
made at the limits of the design space. Initially only R is varied while θ is
varied in a similar manner as in Fig. 3.23a (now only five increments). This
yields Fig. 3.24.
The graphs indicate that the two new designs have a significant change
in the velocity range upon reaching the seat. The wider design is heavier,
has lower throttling loss (i.e. lower pressure force) and a larger MIF. The
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Fig. 3.25: Same approach as Fig. 3.24 but both R and win are varied.
larger plunger therefore has slower switching time, but more attractive im-
pact speeds. The graphs illustrate a sufficient coherence between LPM and
CFD, and therefore the analysis is expanded. Changes to both R and win are
done for each simulation, where the LPM is tested with and without the MIF.
This yields the results of Fig. 3.25, with the residuals in Fig. 3.26 showing the
general tendency that predictions are more accurate when θ is high, i.e. when
the flow is low. Furthermore, the parametric changes have clearly caused the
residuals to grow larger compared to the baseline design.
The significance of using a MIF in the LPM is displayed by the differences
of the blue and the dashed black lines in Fig. 3.25. The MIF is most relevant
when the shadow area of the plunger is large. For the case of R = 20 mm and
win = 2.5 mm the simulations show that removing the contribution from the
MIF makes the CFD and LPM fit better, at least at high flow rates. This is an
indication that the area does not scale entirely as expected from the simple
expression of kMIF.
The geometrical changes and variations in flow conditions definitely are
cause of changes in the velocity profiles in general, both in the LPM and CFD
analysis. The optimal design that balance; switching speed, throttling loss,
switching energy and impact speed, are not analytically obvious. Therefore,
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Fig. 3.26: Residuals corresponding to Fig. 3.25 with variations on both R and w.
model-based optimization is considered necessary. There are some obvious
differences to the predictions and this emphasizes the need for validating
the optimum found by the LPM to a CFD simulation. No other better and
obvious approaches have been found compared to the one presented here.
3.5.1 LPM vs CFD of the Optimum Valve
The final step in the design framework before manufacturing is to compare
the LPM used in optimization and the CFD model. The comparison is given
in Fig. 3.27, where the only difference in the resulting force is the prediction
of the fluid force, Ff .
The predicted fluid forces do have a bias error which at end-stop diverges
more due to the high dependency on z and ż in this region. This does not
result in a noticeable difference in switching time. The zoomed graph does
show that the two predictions do not agree on the timing for reaching the
end-stop. The CFD model gives a more rapid rise in fluid force than that of
the LPM, and a bias error is clear from the predicted fluid force of the two
models. The velocity magnitudes are comparable and the observed discrep-
ancy of the fluid force (Ff ) near end-stop are similar to the baseline model
residuals presented in Fig. 3.23. However, if the impact speed is taken at
z = 10 µm the CFD and LPM estimates the value to be -1.2 and -0.6 m/s,
respectively.
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Fig. 3.27: Comparison of the high-fidelity CFD model with a compressible and piezo-viscous
fluid, and the low-fidelity LPM using scaled coefficients as presented in this chapter. The lowest
row of graphs are identical to the ones above but with another time-scale to visualize the decel-
eration situation. The LPM is used for optimization without consulting any CFD simulations,
only when the optimum solution is found the above comparison is made and it is concluded
whether or not the performance predicted by the LPM is similar to the dynamic CFD prediction.
3.6 Mechanical End-stop and Spring Forces, Fm +
Fs
The valve design may include a regular linear spring and/or a Belleville
spring washer. The latter is for end-damping purposes as was discussed in
Chapter 2, and the force of a linear spring and a Belleville spring washer have
been described by
Fs = Fi + ks(ls − z) + Endon?FBs (3.37)
where Endon? is an integer value of 0 or 1 describing whether or not a
Belleville spring is included, ks is the spring stiffness and Fi is the pre-
compression of the spring.
The force (FBs) and critical stress concentrations of a Belleville spring
washer are explained in [75]. The force resulting from a displacement of












for z ≤ h (3.38)
where E and ν are Young’s modulus and is Poisson’s ratio of the material, Di
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and Do are the inner and outer diameter of the spring, h is the un-deformed
height, t is the thickness of the plate and y is the displacement of the spring.








The force profile can be shaped in various ways depending on the ratio h/t
where Di and h are chosen as design parameters. The inner diameter is
chosen as Di = Do f1, where Do is fixed to the plunger size. The total height
needs to be larger than the desired damping stroke length (zmax) and thus
defined as: h = ymax(1 + f2)−1. The thickness is chosen based on the height:





Fig. 3.28: Belleville spring washer parametrization.
The critical stress zones are functions of the above parameters that can be
found in textbooks, e.g. [75]. These are evaluated before a dynamic simula-
tion is carried out thus avoiding wasting time on evaluation of an infeasible
design. Furthermore, the lower and upper bounds of the design space have
been determined using knowledge about the kinetic energy expected to be
absorbed, in order to limit the amount of infeasible designs.
Mathematically contact mechanics introduce non-smooth behavior as the
mechanical end-stop force occurs suddenly. This may be considered as a
high stiffness spring, which is valid in the elastic region of the material’s
deformation. The mechanical end-stop force is modelled as
Fm =
{
ks,end(z− zasp) if z ≤ zasp
ks,end(ls − z− zasp) if z ≥ ls − zasp
(3.40)
where ks,end is the stiffness of the contacting bodies, which is governed by
Young’s modulus of the materials and the area of contact, zasp is the plunger
height for which asperities may come into contact (approximated based on
surface roughness) and thus creating a linearly increasing force resisting elas-
tic deformation.
3.7 Valve Energy Losses in a DDU
The design framework needs to asses the energy loss in the valves. There-
fore, the energy conservations not contributing to the output power, i.e. en-
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ergy losses, must be described. This includes the switching loss and valve
throttling loss. This section builds on the ideas from [Paper D] about the
possibilities of deriving analytic solutions describing the losses. Expressions
of this sort serves as insight into the overall dependencies of the energy losses
and may be applied as rough design rules.
3.7.1 Efficiency






where Eloss is the difference between input and output energy. It should be
noted that Eloss is approximated. The energy losses may be solved numeri-
cally or analytically depending on the equations. The main difference being
computational effort, and where the numerical integration approach allows
more complex equations and couplings.
Regularly fluid power machines uses the notion of volumetric and me-
chanical efficiency. For a DDU the traditional translation of these is some-
what misleading due to so-called pump shrinkage as discussed in e.g. [61].
This shrinkage is included directly in the definition of input energy in the
present work. Also, the efficiency of a DDU will be affected by the fraction
of idling cycles. From (3.41) the volumetric efficiency of a DDU is established
as
ηψ = 1−
ψ(Ea + E f ) + (1− ψ)EI, f
ψEin + (1− ψ)EI,in
(3.42)
where ψ ∈ (0 1] is the displacement fraction of the DDU, Ea is work used to
actuate the valve plunger, E f and EI, f are the energies lost from viscous fric-
tion in the fluid when motoring and idling respectively, Ein is the motor input
energy and EI,in is the input energy during idling (which is ≈ 0 if the energy
required to maintain the level of the low pressure manifold and the mechan-
ical losses are omitted). The input energy consists of a hydraulic term and a
term considering energy required for compression and decompression from





QH pH −QL pL︸ ︷︷ ︸
hydraulic
+ pC(QL −QH + AP żP)︸ ︷︷ ︸
compression
dθ (3.43)
The hydraulic input energy considers the energy from high and low pressure
manifold. The flow pumped to the LP manifold is in this regard considered
to be regenerated, but this term may be omitted if that is not the case. When
this is not regenerated it is relevant to lower pL as much as possible without
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causing cavitation. The energy conversion when compressing and decom-
pressing the fluid in the piston chamber happens when QH and QL are zero.
Then energy will either be added or removed to the system in order to change
pC.
The various sources of energy loss in the fluid can be divided as
E f = Eglid + Eecc︸ ︷︷ ︸
mechanical
+ Eleak + Ethrot + Eman︸ ︷︷ ︸
volumetric
(3.44)
where Eman is the energy loss in the hydraulic manifold, Ethrot is the throt-
tling loss in the two valves, Eglid is the energy loss from friction in the gliding
interfaces of the pistons, Eecc is the energy loss from friction between piston
and eccentric shaft and Eleak is the fluid leaking out of the pressure cham-
ber (through valves or through gliding interfaces). Predicting the size of
these losses accurately is difficult, especially when mixed friction problems
are considered. Therefore, the problem is simplified to study the throttling
loss and the actuating energy since these are the only contributions related
directly to the valve design when the cross-port leakage is zero. The losses
during idling (EI, f ) contains the throttling loss and manifold loss evaluated
in the LPV.
The electric energy required to open and close the valve (Ea) depends
upon the required mechanical work (Wswitch) and the efficiency of the actua-
tor (ηa). The required mechanical work can be described as the line integral
of the force used to actuate the moving body from a to b. This force is not













mz̈i + Ff ,i − Fs,i
)
dzi (3.46)
This holds under the condition where each valve closes actively once for each
revolution. The work required to compress the spring is considered to be
completely reversible, and the integration over one revolution thus adds up
to zero energy lost. The remaining energy required to open the valve comes
from the fluid force. This is associated with the fluid throttling loss (Ethrot) to




|QH(pH − pc)|+ |QL(pc − pL)|dt (3.47)
where t0 is the initial time and tc is the time until the DDU shaft has rotated
2π rad, i.e. it is a function of the rotation speed.
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The above energies may be computed by solving all the relevant coupled
non-linear differential equations numerically. Alternatively, expressions may
be derived by analytical integration and simple assumptions.
3.7.2 Analytical Integration








The equations are derived by assuming the steady-state solution of the plunger
position to take the form: z = ls2 sin(ωt). The frequency, ω is defined as the
inverse of the switching time (opening and closing). Furthermore, the friction
coefficients (ka, kv, kd) are assumed constant, and the flow force is omitted to













The dynamic and static computation of Wswitch are compared later in this
section.
The significance of the throttling loss is determined by evaluating the






The unit of this power is [W rad]. This is integrated over half a rotation and
the factor of two accounts for both HPV and LPV. This means that compres-
sion and decompression periods are omitted, i.e. this is the worst case energy
loss. The flow is assumed equal to the piston velocity multiplied by its cross
sectional area (AP żP). Ideally the piston movement is: żP = −re θ̇ sin(θ) and






k f 1 AP żP + k f 2
)
dθ (3.51)
where the displaced volume is Vd = 2re AP. The expression for the power
loss over one cycle is divided by the rotation speed to convert from power to





θ̇V2d (Vd θ̇k f 1 +
3
4 πk f 2)
3
(3.52)
normally k f 1  k f 2 and the magnitudes of remaining parameters causes
the turbulent term to dominate, however, low displacement and low rotation
speed machines will see a more significant contribution from the laminar part
of the equation.
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Fig. 3.29: Computation of the efficiency: η = 1− EthrotEout,ideal as function of orifice area and rotation
speed. The x-axis is logarithmic. The orifice area of the AAU prototype MCVi2.0 and the new
MMVi1.1 are 4.7 and 4.15 cm2, respectively.
3.7.3 Valve Dimensioning at Certain Operating Conditions
To illustrate when the throttling loss becomes significant it is computed for
a range of values and then set relative to the ideal amount of output energy
















where β is the mean stiffness of the fluid. This expression is also a quick
tool to determine the pressure difference suitable for a given DDU since the
energy will start to deteriorate when the difference of high and low pressure
(∆pm) goes towards the effective stiffness causing the exponential function
with positive exponent to grow as the two others approach zero. This analysis
considers ∆pm = 350 bar and Vd = 50 cm3 for each chamber. The energies
are computed at various rotational speeds (θ̇) and valve orifice areas (Ao).
The efficiencies hereof are shown in Fig. 3.29.
The graph reveals a requirement of larger opening areas when the rota-
tional speed is increased. The influence of the throttling loss when increasing
the speed of the DDU is not significant when Ao > 3 cm2. However, increas-
ing the speed causes increase in flow force which should not exceed the force
holding the valve open. This would cause the DDU to be dysfunctional and
puts a natural constraint on the possible rotation speed of the DDU. Accord-
ing to theoretical results of the flow force, the speed limit with the proposed
optimum design is around 3800 RPM.
A machine with low displacement and/or running at low speeds can be
designed with correspondingly smaller orifice area and still maintain good
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efficiency. The presented equations serves as a rapid method for estimating
whether or not a proposed dimensioning of a valve is feasible considering
the DDU requirements.
3.7.4 Energy Dissipated during Switching
The coefficients of (3.49) do vary as a function of the plunger position and to
some extend velocity. The following analysis shows the computed energy and
introduced error when considering these coefficients as being constant and
approximating the work by assuming that the plunger moves as a harmonic
oscillator. Evaluating the work for a range of stroke lengths and switching
times yields the results in Fig. 3.30 and four points have been selected to il-
lustrate the difference between CFD, dynamic and static model predictions.









Fig. 3.30: To the left: The energy dissipated when switching the valve. The energies are found
with (3.49). The bar plots: Shows the losses predicted by the various models at two different stroke
lengths and two different switching speeds. These energies must be divided by the actuator’s
efficiency to estimate Ea. The dyn LPM means numerical integration is used and stat LPM is the
analytic solution.
well to the ones found when solving the defined equations with numerical
integration (dyn LPM). The additional assumptions made for the analytic so-
lution (stat LPM) does introduce an inaccuracy causing the loss to be only
half of the other predictions. However, the correct dependencies are cap-
tured where the change in order of magnitude of the switching time does
give double the order of magnitude in energy loss. Doubling ls gives ap-
proximately twice the energy loss, which means the quadratic dependency
observed in (3.49) is compensated by the correspondingly longer switching
period resulting hereof. A topological optimization study of the plunger to
reduce the resisting forces of the fluid is not considered worth the effort as
the dissipated energy is 0.1 J for this valve according to CFD.
The analysis shows that its contribution is marginal compared to the input
energy and the throttling loss even if the actuators efficiency is only 10%.
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Furthermore, the results can be used to determine the consequence of putting
requirement on the switching time.
3.8 Stresses in the Plunger and Seat
It is best practice in most mechanical design approaches to perform a FEA
to find the stresses in load holding parts before manufacturing. These parts
are the plunger and seat, which have mechanical contact. Paper B presented
solutions of various contact formulations, which did influence the peak stress
significantly. The highest contact pressure was achieved by the bonded for-
mulation, which is why this has been used for this analysis to be conservative.
The von Mises stress in the plunger when a 350 bar pressure differential is
across the valve seat is found by FEA and shown in Fig. 3.31.
Fig. 3.31: FEA of the plunger and seat with a scale of 1:1 scale on the deformations caused by
pressure differential of 350 bar. The von Mises stress in the zone of highest deformation (10 µm)
is around 150 MPa.
The von Mises stress in the material peaks around the contact zones which
is as expected. The stresses associated with contact problems are normally
compressive of nature and local singularities are typically difficult to avoid.
The FEA is therefore a rough analysis where especially the stresses outside
the contact zone are relevant to study and maintain low. Most regions of
the geometry have von Mises stress of 200 MPa and below. The shear stress
is below 350 MPa in the entire domain and does therefore not concern the
long-term durability.
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3.9 Hydraulic Circuit Design
When focusing all this effort on making efficient and reliable valves it is
important that the efficiency does not suffer elsewhere, and that the predicted
flow force is realistic. The switching components must be installed in an
environment with flow passages to and from the torque generating chamber.
The valve design couples to the possible designs of the remaining hydraulic
circuit, where the viscous effects, recirculation and stagnation can result in a
lower effective energy output and also to asymmetry causing change in fluid
forces potentially making the valve design infeasible. The steady-state peak
fluid forces were studied in [Paper J] showing that the proposed manifold
design does not violate the symmetry assumption used to create the LPM.
The topic of optimizing and designing manifolds are not well documented
in the literature, recently a CFD analysis with experimental data was pub-
lished [125] to investigate the accuracy of predicting the frictional losses.
Lately, the invention of metal printing has extended the possibilities in de-
signing both compact and efficient manifolds, but yet only feasible in high-
fidelity applications. It would be possible to construct large parts of the DDU
in one mono-block and thereby limit the required threads, bolts and seals.
Since the focus is on modification of another machine the approach taken is
to construct a block for each cylinder chamber.
An efficient utilization of space (as shown by the mono-block design of
Fig. 3.32) is achieved by placing the LPV after the chamber outlet (pC). If this
valve is closed the fluid will pass through and around the LPV to reach the
HPV, where a pC > pH opens the flow passage.
The construction must be designed so that the rated machine pressure
does not result in mechanical stress above the fatigue limit of the material.
The flow paths between high pressure and the piston chamber must be asso-
ciated with low energy losses to ensure optimal power output. Optimization
of this is outside the scope of this work.
3.9.1 Analysis of the Fluid Dynamics
The annular flow profile in the seat must be transformed into a circular flow
profile in order to be useful for hydraulic circuit design. The idea in 2D is
illustrated in Fig. 3.33 where the right part of the drawing shows how stag-
nation of the fluid can possibly be minimized by three different shapes (Si).
At stagnation the fluid is brought to rest isentropically and as a consequence
local temperature rise will occur depending on the velocity reduction and
local pressure changes.
To ensure that the mean flow velocity does not change significantly in
this region the two areas are equalled, A1 = A2. This is done by simple geo-
metrical considerations. The seat design is evaluated by enforcing a constant
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Fig. 3.32: Isometric cross-sectional view of the hydraulic circuit design II (two cross-sections).
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Fig. 3.33: Conversion of annular- to circular- flow and manipulation of stagnation streamlines.
boundary pressure (5 bar) on the outlet with flow normal to the boundary.
A target mass flow rate is specified to match the peak flow of the DDU and
a steady evaluation is performed with best practice convergence thresholds
and turbulence settings where the SST k-ω model is solved. The analysis
converges within the allowed iterations and the CFD results are visualized in
Figs. 3.34 (surface pressure) and 3.35 (velocity magnitudes).
According to Bernoulli’s principle, energy should be conserved as either
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Fig. 3.34: Spatial pressure values in the seat ge-
ometry (S1) found from CFD analysis.
Fig. 3.35: Spatial velocities in the seat geometry
(S1) found from CFD analysis.
pressure, kinetic or potential energy. This is only valid for incompressible,
steady and inviscid flows. The analysis is steady and incompressible, thus
the only cause of error are viscous effects. The size of lost energy is
ploss = p1 + v21ρ− (p2 + v22ρ) (3.54)
Where the notations of pressure (p) and velocity (v) are shown in Fig. 3.33.
Gravity is ignored in the CFD and thus also in the energy conservation.
Taking the area weighted average of the pressure on the inlet and outlet
boundary gives a ploss of 0.3 bar. The pressure results of Fig. 3.34 show that
high pressures occur at the inlet near the boundaries of the fluid domain
indicating stagnation. It was assumed that this effect could be reduced by
smoothing the edges to guide the flow around these corners, i.e. switching
from S1 to S2 of Fig. 3.33 (S3 is not considered due to manufacturing compli-
cations). The rounded corners results in a ploss of 0.2 bar, i.e. a reduction of
33%. The min and max pressures in the entire domain are 4.71 and 5.41 bar
for S2 compared to 4.41 and 5.56 bar for S1.
Implementing the Valve in the Mono-Block
The flow field for the mono-block in Fig. 3.32 has been solved by ANSYS Flu-
ent to approximate the losses that can be expected and visualize if there are
any obvious zones with circulating flow. The results of velocity and pressure
when the LPV is open are shown in Fig. 3.36 and 3.37.
The flow runs from the high pressure tube down to the low pressure tube.
The fluid swirls around the torus surrounding the valve and the velocity
magnitude peaks near the plunger. The flow-induced force was presented
in [Paper I] for various openings both from CFD and experiments where a
sufficient correlation exists meaning the valve is not spontaneously closed
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Fig. 3.36: 3D CFD solution of the ve-
locity field and streamlines showing
direction where the color of each line
indicates magnitude.











Fig. 3.37: 3D CFD solution of the pres-
sure field corresponding to Fig. 3.36.
dpipe = 15 mm.
at peak flow rate. The associated viscous loss when either the LPV or HPV
is fully open is around 2.3 bar. This indicates that manifold design is more
relevant than fine-tuning the discharge coefficient of the valve where only 0.2





Fig. 3.38: The required pipe diameter to achieve specific Reynolds numbers at peak flow of the
current machine size. Estimates of the energy losses when changing diameter and length of a
pipe with laminar flow are given in the contour plots.
A given Re in the pipe can be realized by a certain pipe diameter based
on the flow magnitude. From this a loss coefficient may be calculated, which
when multiplied by the length of the tube gives the total friction loss in the
pipe. The left most graph of Fig. 3.38 reveals a trade-off between dpipe and Re
and for this specific problem it is realistic to dimension the pipe as marked
on the graph. The length of pipe 1 and 2 must be maintained as short as
possible to limit losses. The pipe length and diameter affect the systems





The first phase of the framework included identifying ways of describing the
system mathematically. This has resulted in an un-steady CFD model with
a moveable plunger, a steady CFD model with a static plunger, a Lumped
Parameter Model (LPM) and analytic solutions to this LPM (cyclic throttling
loss and switching energy) to arrive at simple design equations. Depending
on the time available and system requirements the designer chooses the most
suitable models.
The approach taken here is to filter out infeasible designs by finding: the
peak flow force versus opening force, the cyclic throttling loss and the peak
stresses in the end-damping spring. This speeds up the optimization. The
LPM consists of coupled ODEs, which are solved numerically to investigate
the entire system. Compared to earlier work contributions have been made
concerning; Movement-Induced (MI) flow and forces, transient response of
the orifice and the flow force.
The LPM is constructed with three dynamic CFD simulations of a baseline
design. One low constant velocity-, one high velocity-, and one constant
acceleration- test case. This gives damping coefficients and MIF area, these
are scaled according to simple geometrical relations. The LPM does itself
introduce inaccuracy and the scaling factors will as well. The residuals of the
baseline design and designs lying on the boundaries of the design space were
used to assess the model accuracy, where the impact velocity was difficult to
verify. However, the LPM makes it possible to search for candidate design
points and comparing end-damping profiles of the proposed optimum in
retrospect. This retrospect analysis showed coherence between LPM and CFD
models for the optimal design considered.
The hydraulic design was analysed to show how a valve design decision
propagates into other design choices, i.e. of the manifold. The manifold
size and shape must be adapted to the valve design, and doing so without
introducing unexpected fluid forces on the valve plunger. The flow forces
acting on the plunger predicted from 3D CFD and 2D axisymmetric were
similar.
The model of valve fluid inertia, hose dynamics and accumulator may
be included also for the optimization, but in this work solely applied for
validation of the piston chamber pressure.
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Chapter 4
Validation of the Framework
“Religion is a culture of faith; science is a culture of doubt.”
– Richard P. Feynman (1918 – 1988)
The design framework is based on known physics and well-proven com-
putational methods, however, assumptions and geometrical simplifications
have been made which are sought validated to increase the confidence of the
established framework. This is realized by testing a few prototypes and com-
paring results to the ones predicted from the model. The validation mainly
concerns the switching dynamics of the valve and flow properties when in-
serted into a DDU.
4.1 Purpose of the Experiments
In [Paper C] a relation between impact velocity and durability was identi-
fied for different valves. Prediction of this velocity is therefore relevant to
create durable designs. Furthermore, a MI flow from plunger movement has
been observed in simulation. Experimental evidence of this flow in digital
valves was desired, since it alters the fluid force acting on the plunger dur-
ing switching as presented in the previous chapter. This also influences the
throttling loss while switching.
In summary the following points have been investigated:
• The accuracy of the predicted fluid force for a simple test situation,
compared to when the fluid is pressurized and boundary conditions
are similar to the ones in a DDU.
• Movement-Induced Flow (MIF) discovered in [Paper E] and experimen-
tally investigated in [Paper H].
81
Chapter 4. Validation of the Framework
• The pressure dynamics of the fluid volume in the cushioning groove of
the proposed plunger concept.
• The experimental fluid compressibility and pressure dynamics in the
piston chamber.
• The severity of the run-in wear on the sealing surfaces and actuator in
the digital valves.
The above have been addressed in [Paper A, G & H], with exception of the
last point where no results have been published. These points support the
focus areas of the proposed simulation framework, and have given insight
into possible design complications of the current valve design. The methods
plus results are summarized in the following.
4.2 Experimental Test-rigs
Three different test-rigs have been applied for validation of the proposed
simulation models. They differ w.r.t. the possible testing cases, cost and
measurement possibilities as discussed below.
4.2.1 Test-rig Concept I
The first and most simple test-rig was proposed during a PhD study at AAU
focusing on valve actuator design [68]. The concept and the actual test-rig
are shown in Fig. 4.1.
The test-rig focusses mainly on a quick assessment of the valve’s switch-
ing performance where the plunger and actuating current are observed. This
is done by either reflection of a laser as illustrated by Fig. 4.1 or with a high-
speed camera where the opening sequence is shown at three time-instants in
Fig. 4.2. The fluid can move freely around the seat and housing as illustrated
by solid red lines in Fig. 4.1a thereby ensuring a connection of the two valve
ports even though the valve is actually closed. In a DDU this connection is
not possible.
The approach of this experiment is to validate the dynamics when the
fluid medium is air, and by changing the fluid to oil, the difference between
the measurements equals the MI force. This has been used to validate the
integrated quantity from CFD that was used to construct a LPM. The results
have increased the confidence in the values predicted by the dynamic CFD
framework.
A part of the fluid domain is visible and is recorded with a high-speed
camera. This shows plunger movement and reveals if the reflecting pin is
moving as intended. Furthermore, the behavior of the fluid can be observed
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(a) Test-rig concept I [Paper A].
Laser position 
sensor
Rod attached to 






(b) Real test-rig [68].
Fig. 4.1: Switching at atmospheric pressure, with or without oil. The solid red lines in Fig. 4.1a
indicate that the fluid can travel around the valve seat and housing, which is not the case in a
DDU. The dotted red line indicates the laser beam.
t = 42.57 ms t = 45.14 ms t = 60.71 msFluid surface
Fig. 4.2: Opening sequence, movement is initiated around 42.57 ms where no clear change is
visible on the fluid surface. After 45.14 ms the valve is fully open and a small change in the fluid
surface is observed. Finally, at t = 60.71 ms the fluid surface attains maximum peaks due to the
MIF. The switching is done at atmospheric pressure and the experiment repeated several times.
This test-rig has the main drawback that the fluid cannot be pressurized.
In addition, observations have shown that when at end-stop the reflecting
pin is vibrating due to the mechanical impact. This causes noise to the po-
sition measurement. Furthermore, validating the pressure dynamics inside a
cushioning groove is not realistic to do in this test-rig.
4.2.2 Test-rig Concept II
Measurements of the cushioning pressure, MIF and plunger position in a
pressurized fluid have been performed with the test-rig concept II shown in
Fig. 4.3.
This test-rig is dimensioned for 5 bar and comprises two transparent hose
connections separated by the digital valve. The fluid level in port 1 (p1) is
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Fig. 4.3: "Actual test-rig and cropped CAD model of the designed test-rig, where the location of the three
implemented sensors (T1 − T3) are denoted along with the two pressure outlets. The hydraulic layout is
given to the right." [Paper H].
expected to decrease as the valve closes and this fluid is directed to port 2
(p2). A difference in the fluid level should therefore be visible through the
hoses. The system is pressurized with pneumatics.
A bore is connecting the pressure sensor, T3 with the surface of the seat
where the groove of the plunger will contact. It is not possible to predict
the exact pressure loss and transients through this bore with simple analytic
expressions. The bore has therefore been designed based on what is possible
to drill while making it as short as possible to limit this effect. It is however
a source of uncertainty.
The various valves that have been tested includes three different cushion
designs where the difference lies in the shape and amount of notches (from
the groove to pressure lines, see [Paper H]). After the tests some of the speci-
mens had their groove widened, thereby reducing the metal-to-metal contact
surface.
The pneumatic pressurization proved to be a problematic constellation,
due to problems with refilling of oil, de-pressurization and flushing air out
of the system. The air contamination level is therefore potentially very differ-
ent from normal levels, which may have affected the MIF and the damping
pressure. However, this should not disturb the MI force significantly. The
fact that p1 and p2 are not directly connected to each other means that the
fluid resistance is expected to be higher than that of test-rig I due to MIF.
4.2.3 Test-rig Concept III
The highest level of test environment is implementation of the valves in a
DDU. This allows validation of the valves functionality in the intended en-























Fig. 4.4: Simplified hydraulic circuit of test-rig III. Illustration from [Paper G] where additional
details are included.
Pressure measurements are enough to reveal if the duration from the switch-
ing signal is sent to the pressure in the piston chamber has changed. Mea-
surement of the throttling loss in the valve is problematic since the pressure
range of the sensors is 0-400 bar and the uncertainty is therefore above the
magnitude of the expected pressure loss. This loss has already been validated
in [69] by other sensors and therefore not necessary to do again. However,
[Paper G] presented estimates of the throttling loss as function of rotation
speed, which is not exact, but did show the expected tendency with faster
rotation resulting in relative higher losses.
Prototyping of an entire machine is costly and a test environment can be
established faster by modifying an existing machine as discussed in Chap-
ter 2. This allows several pressure measurements with the measurement lo-
cations illustrated in Fig. 4.4.
4.3 Results
Several series of measurements have been collected throughout this work and
the most relevant are presented here.
4.3.1 Valve Switching Results
The position measurement of test-rig I was associated with significant mea-
surement noise during end-stop. The filtered signal results in a varying
plunger position, while the simulation predicts a steady closed valve (z = 0)
as shown in Fig. 4.5. This means either inaccurate model or uncertainty of
the measurement of plunger position near end-stop.
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(a) 30 V. (b) 50 V.
Fig. 4.5: Experimental results of dry (top plots) and oil tests (bottom plots) with two different
voltage inputs (yielding peak currents of 1.7 · 7 and 2.8 · 7 A respectively). The measured current
and plunger position are displayed. The dotted lines are simulation from the LPM, the data
are from [Paper A] but graphs have slight modifications. Also, 40 V was tested yielding similar
coherence.
The overall fit of the model is accurate for the chosen voltage inputs. A
test without oil has been used to verify the spring force while the valve is
opening. Hereafter the actuator force is verified while the valve is closing.
With these two forces isolated and verified an oil can be added. A significant
delay is observed on the switching time when including the fluid force pre-
dicted by (3.28) also, the end-stop profile is affected. This serves as a strong
indicator that the MI force is captured by both CFD and LPM and that the
measurement uncertainty is not a problem for the majority of the switching
time. The dominating term of the simulated fluid force is the added mass,
i.e. to predict the switching time sufficiently the remaining terms are not
essential.
The raw data of test-rig I and II with the same valve design implemented
are shown in Fig. 4.6 for comparison of the two test-rig’s uncertainty and
filtering influence. Due to measurement oscillation from test-rig I, the valve
is maintained closed for a longer period to observe the attenuation of this.
The measurement noise from test-rig I is clearly more dominating than
in test-rig II. In addition, the filtered value is oscillating until around 60 ms
where the oscillation of the filtered signal is attenuated and a steady-state
near zero is reached. The primary cause of this is vibration of the reflecting
surface, which has been verified by high-speed film. This makes validation
of the impact situation in test-rig I flawed and a more rigid construction is
necessary. The signal is smoother when using an Eddy-current transducer
and the measured end-damping profile shows that the desired damping is
introduced. The potential causes of this damping are discussed in the follow-
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Fig. 4.6: Raw data compared with the filtered ones of the laser transducer (test-rig I) and the
Eddy-current transducer (test-rig II). The plunger is with a cushioning groove (C2) as presented
in [Paper H].
ing.
4.3.2 Valve Switching Results - With a Cushion Groove
The simulation and measured results of plunger position (velocity derived
hereof), current and cushion pressure during switching in test-rig II are
shown in Fig. 4.7. The valve is actively closed by the moving-coil and here-
after opened passively by the spring. The measurement resolution is three
times denser than the data points displayed in the graphs.
Prediction of z fits worse than in test-rig I. Although the switching time
is predicted accurately there is a noticeable difference in the shape of the
velocity. The cushioning pressure is very sensitive to the plunger’s position
and velocity, and the pressure characteristics looks quite different although
similar peak values are reached. In order to remedy this, both the measured
position and velocity have been used in simulation case 2 (sim2) to reveal the
consequence on the cushion pressure. This is shown in the lowest plots of
Fig. 4.7 where the cushion pressures fits better in magnitude and duration,
although the transient after closure is not accurate.
The observed difference between the measured plunger position of test-
rig I and II definitely plays a role for the damping and sticking force. The
exact same plunger has been tested in both test-rigs resulting in different
tendencies, i.e. the environment affects the switching behavior. Test-rig II
is very similar to that of a DDU and will inherently add damping since the
MIF must go around the plunger or be compressed in the piston chamber.
CFD simulation of valve switching when the flows across the inlet/outlet
boundaries are zero was presented in Fig. 3.7. This analysis showed that the
zero flow boundary resulted in a more gradual deceleration of the plunger
than when the fluid could move freely. This is the same tendency that has
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Fig. 4.7: "Comparison of measurements versus simulated values for C2. The valve is initially being closed,
hereafter the mechanical spring passively returns the plunger to its initial position. Sim1 only uses the
measured current in simulation and sim2 refers to the case where the measured z and ż are used directly
in the simulation." [Paper H]
been observed experimentally.
The poor prediction of the stiction period in test-rig II has been reme-
died by performing additional experiments in test-rig I. Three specimens
were manufactured with incremental changes of the cushioning groove width
where lt,i = 2l + 2ri, the total length lt,i = 1.7 mm being constant and
l = l1 = l2 = l3 = l4 being varied. See the parameters on the geometry
in Fig. 3.20. The stiction periods from varying l are presented in Fig. 4.8a,
where the CFD simulation was carried out with initial plunger position of
zi 20 µm. The two different LPM formulations, LPM1 and LPM2, which use
two different flow formulations as described in [Paper H], have been simu-
lated with four different starting positions. The reason for doing so is that the
contacting surfaces are rough and therefore a fluid will always be present be-
tween the two surfaces. However, the amount is unknown and not possible to
measure directly. Furthermore, a position of zero creates a singularity in the
model and 1 µm is therefore chosen as the lowest initial position. Three corre-
sponding measurements of the plunger position are given in Fig. 4.8b where
the valve closes initially and after some time is opened (the corresponding
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(a) Evaluated stiction periods [Paper H]. (b) Closing and opening valve.
Fig. 4.8: Stiction periods (time from 0 to 15% of full stroke) calculated from several experiments
of the three different increments in contact- and cushion- widths. The dotted lines shows exam-
ples of stiction period calculations. The LPM uses Poiseuille flow and the LPM2 uses a turbulent
flow model to and from the cushion groove. The index with zi gives the plunger position relative
to the seat when the simulation is initialized.
stiction periods are marked by dotted lines).
The measurements of Fig. 4.8b show that the two lowest increments of
l give almost identical responses whereas the widest contact area gives a
significantly longer stiction period shown with the black lines.
The plunger surface finishing is done by polishing after best practice and
normally produces Ra values between 0.1-0.4 µm. This means that on av-
erage there will be a minimum fluid gap corresponding to this range since
local asperities will contact thus leaving fluid gaps and pockets locally on the
surface geometry. The results of Fig. 4.8a indicates that the stiction force is
sufficiently represented by the LPM1 when zi = 2 µm. Besides, there is no
measurable difference in stiction when l = 0.1 mm and l = 0.15 mm. Mi-
croscope inspection has later shown that the exact length of the contacting
surface does involve uncertainty which may be part of the explanation. Sim-
ulation using LPM2 is most accurate when zi = 1 µm but is computationally
expensive compared to LPM1. This range is realistic and since LPM1 is much
more rapid to solve, a limit of the gap height has been set to 2 µm and the
LPM1 has been used. The presented results from CFD shows longer stiction
periods than what is predicted by both LPM1 and LPM2 at the same initial
plunger position. The primary difference of the CFD and LPM is fluid inertia
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and intake loss being omitted in the LPM.
Switching Repeatability
To verify the reproducibility of the results, the standard deviation and mean
value of the closing, opening and stiction periods were calculated for 30
switching cycles. The definition of a closing, opening and stiction period
are given in [Paper H] where the results also can be found.
In short the results showed that the closing time (tcl) has a low standard
deviation and is thus repeatable. No significant difference of the standard
deviation is observed between dry and oil tests. Contrary, the opening time
has a larger standard deviation. When oil is present a standard deviation of
0.2 ms is measured on the stiction period assuming a standard distribution.
This means that the stiction force is to some degree stochastic due to the
roughness of contacting surfaces and alignment of these.
Movement-Induced Flow
The theory predicts that closing the valve will displace a total of 0.9 mL. Only
a third, 0.3 mL, of this was measured in test-rig II, but also a significantly
higher damping than anticipated was measured. A plausible explanation for
this is, that the compressed fluid volume causes a resisting force as p2 rises
and p1 either remains constant or decreases due to the expanded volume.
This would mean that the MIF is travelling around the plunger instead of
into the outlet tube where it was supposed to be measured. In addition, the
system may contain unwanted air in the oil, which however does not explain
the excessive damping force.
The pictures presented in Fig. 4.2 clearly shows a variation on the fluid
surface over time. A total of 8 bores are present in the valve seat where
these ’mountain shaped notches’ occur (one of these is filled with the laser
reflecting pin and no fluid is displaced in this bore). These indicate that the
fast switching creates local suction zones causing the fluid to move. The
exact volume of this MI fluid is difficult to quantify based on the pictures
directly. However, when studying the pictures in detail the shape is similar
to a Gaussian distribution, where a standard deviation, σ = rb = 2 mm,












where h is the peak value/height of the "mountain", xi and yi are the coordi-
nates of the peak h and the function h(x, y) thus describes the 2D fluid height
with zero reference being the fluid surface height at t = 0. The function is







(a) Peak MI volume. (b) Gaussian approximation. (c) Same as Fig. 4.9b.
Fig. 4.9: Peak MIF after opening the MCVi2.1 with corresponding approximation of surface
texture change by Gaussian distributions.
These results were presented in [Paper H] where a total MI volume of
1.12 mL was found by CFD during opening and 1.1 mL is calculated by
double integration of (4.1) when the experimental value of h is -6.26 mm.
This value of h has been measured on the images through the high-speed
camera software.
4.3.3 Valves Tested in a DDU
The experimental study in [Paper G] was aimed at testing the valve design
with a cushioning groove when inserted in a DDU. The pressure over time
(both measurement and simulation) and as function of the chamber volume
are given in Fig. 4.10.
The supply-, high-, low- and chamber- pressures are measured at the loca-
tions illustrated by Fig. 4.4. The simulation results are obtained by using the
measured supply pressure (pS) along with the DDU shaft angle (θ). The re-
sults clearly show two dominating pressure frequencies where the slowest (≈
0.1 kHz) is affected by increase in rotation speed, and in fact non-existent as
the rotation is 200 RPM (see results in [Paper G]). The second faster frequency
is assumed to be a result of the fluid inertia between the piston chamber and
the 0.7 L accumulator placed next to the HPV. The proposed model does give
piston chamber pressure oscillations, although at a frequency twice higher
than the experimental one. The actual test-rig includes fittings between block
and hose along with curved flow paths in the valve block, which may act to
decrease the pressure dissipation rate. These pressure cycles are relevant to
predict the fatigue of the machine, also they introduce torque ripples on the
shaft. Ideally, the chamber pressure should be constant and as close to the
high pressure (pH) as possible.
These results show that there may exist a correlation between increasing
the valve size and increasing the hydraulic inductance of the system, hence
contributing to the piston chamber pressure dynamics. Further investigation
would require additional pressure measurement just after valve number 3 in
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Fig. 4.10: Comparison of the simulated pressures and the measured ones. Experimental results
are from [Paper G] and displayed in the first and last plot (the PV-diagram is relative to the
maximum volume, V̂). The plot in the middle contains simulation results of the pressures, pH ,
pL and pC where the measured supply pressure (pS) is used in the simulation.
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Fig. 4.4 and test of different sized valves. Furthermore, the measured pres-
sure has in general shown that stiction periods does not cause cavitation nor
pressure peaks as excessive as the ones from simulation. These conclusions
have been common for all the tested valve concepts.
4.3.4 Run-in Wear
Four different valve plungers have been tested within the DDU, where micro-
scope images have been taken after these tests were performed to identify if it
was relevant to do before and after studies of the wearing surfaces. One spec-
imen has a titanium valve plunger with a flat contact surface, i.e. MCVi2.0 or
just C1 (notation of [Paper H]). The other specimens are MCVi2.1 with stain-
less steel plungers and cushioning grooves. The three increments of l used
for the stiction experiments (Fig. 4.8) have all been tested and the mechanical
constructions have been able to withstand the pressure force. The procedure
is to run the DDU for some amount of switching cycles at constant; differen-
tial pressure (190 bar), rotation speed (400 RPM) and fluid temperature (40
◦C) where a data sample of both the HPV and LPV switching is saved every
minute. Three consecutive samples with 1 min intervals are given in Fig. 4.11.
The results show that the repeatability is good. This means; the switching
times of the valves are similar for each cycle, the measured pressure oscilla-
tions are repeatable, i.e. that each load cycle is similar.
The pre- and post- DDU test procedure is to scan a given plunger with
a Zeiss Axio Scope A1 and an Axiocam 503 color camera. Two different EC
EPIPLAN lenses are used (5x and 20x) for either coarse- or fine- inspection.
This preliminary study showed that the moving-coil of the actuator did
have a visible abrasive wear formation, and as the DDU was tested for longer
periods (one lasting 10e3, one for 20e3, and the last one for 27e3 cycles) the
moving-coil either open-circuited or short-circuited from mechanical rupture.
The case of a short-circuit happened once and is clearly visible in Fig. 4.12.
Metal debris has been identified near the magnets of the valve, which is a
plausible cause to this type of wear. The open-circuit failure occurred due to
fatigue of the bobbin mounted on the plunger. This must be re-dimensioned
if longer periods of testing are desired with this concept or the loads reduced.
No significant stresses are intended to be applied to the moving-coil part, but
impact forces during opening of the valve may be a cause of the observed
failure, i.e. end-damping after opening the valve may be beneficial. All the
valves were functional and undamaged before testing, i.e. all failures are
causes by operation in the DDU.
The infant mortality failure modes of the sealing surfaces are either exces-
sive loss of material (becoming problematic debris) or plastically deformed
surfaces. Long-term wear such as exchange of materials between seat and
plunger or eroded flow edges may contribute to a change in DDU perfor-
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Fig. 4.11: Three samples of various pressure measurements of the DDU with C1 in the LPV and
C3 in the HPV both with a moving-coil actuator.
mance. The experience from the run-in tests has not given reason for con-
cerns about infant mortality failures of the contacting surfaces. However,
local tribo-oxidative wear formations and possible abrasive wear marks have
been found by microscope as seen in Fig. 4.13 on the cushioning design. Fur-
thermore, a titanium plunger has been tested for around 100e3 cycles and the
most distinct wear marks are shown in Fig. 4.15. Two different wear mecha-
nisms have been found, the first indicates that only around half of the surface
is worn and the second is surface fatigue similar to delamination wear, where
small laminates of the surface have been worn off. In [Paper C] a list of pos-
sible wear processes was established, where surface fatigue like pitting or
delamination were among the concerns.
These images lack a before and after view of the same location, which is
why a series of surface images have been taken of a new specimen before test.
This is done by rotating the specimen in known increments. This corresponds
to each yellow box in Fig. 4.14. The images for C2 before test are given in
Appendix II along with ultrasound inspection of the other plunger surfaces







Fig. 4.12: Zeiss microscope setup.
Examples of a surface evaluation plot of plunger concept C2 are illustrated
in Figs. 4.14 and 4.15 along with a view of a potential wear mechanism for the
cushioning design. The amount of cycles before actuator failure was around
10e3 for C2 with l = 0.15 mm, C2 with l = 0.1 mm lasted for 27e3 cycles.
Also, C3 with l = 0.15 mm has been tested where the actuator lasted for
20e3 cycles. Furthermore, scans of the worn titanium C1 plunger are given to
illustrate possible wear mechanisms. This design has so far lasted for around
100e3 cycles and has a visible difference between the inner and outer part of
the outer ring. The images suggest that only half of the sealing surfaces are
actually in contact, at least a sudden jump in surface topography is observed.
This also utilizes a moving-coil actuator, which has lasted for substantially
longer than the other tested specimens have. This may be purely statistical
that some specimens are assembled better and last longer. Otherwise, it may
be caused by fewer wear particles from the titanium plunger, or due to the
lower mass of the plunger, which means the impact energy during opening
of the valve is lower.
The length of the contact surface, l should have been 0.15 mm in both
Fig. 4.15 and 4.16, but manufacturing has resulted in some variations of this
contact length. This may be an explanation for the difference in stiction pe-
riod observed earlier in Fig. 4.8, where the difference between the contact
zones may be different than the one used in simulation.
During the above testing a total of two valve seats have been used, one
only used with the titanium plunger, the other tested with a total of four
different cushioning groove plungers, where the actuator of plunger: C2 with
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(b) Other visible surface imperfections (C-DIC filter).
Fig. 4.13: Zeiss microscope images showing 2.65 mm x 2.0 mm (width x height) of the plunger
surface. Two different light filters have been used to locate interesting areas. Around 20e3 cycles
were performed.
l = 0.1, C2 with l = 0.15 mm and C3 with l = 0.15 mm, all have failed.
The two seats have experienced approximately an equal amount of switch-
ing cycles where one is with end-damping, the other with flat surfaces , i.e.
the titanium plunger. The contacting surfaces of both parts have been ex-
amined and an example of the wear zones is given in Fig. 4.16 along with a
before and after image of plunger concept C2.
There are clear marks on both the seat and plunger for C1 and C2. But it is
unclear whether or not this type of wear will become critical after billions of
cycles at full load. The flat design has had more load repetitions and no im-
pact damping, which may be the explanation for a slightly more severe wear
zone where material removal has occurred along with more visible wear on
the seat. The seat in MCVi2.1 has been assembled with all the three different
increments of C2 with varying land width (l) as discussed earlier. The images
of C2 does not reveal three distinctly different wear zones on the seat. How-
ever, upon close inspection it could be argued that the outer parts of the seat
wear marks are slightly more severe. This is the region where the plungers
with short contact lengths have been impacting. In total it is again difficult
to determine the severity with the low amount of switching cycles. Since no
significant material removal has been observed on the tested cushioning de-
signs seat wear is currently not considered as critical. Reducing noise of the
machine is however still of priority. Generally the before and after images
show no visible wear zones which is why many of these are left out.
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Fig. 4.14: Distance to the plunger surface of concept 2 (C2 where l = 0.35 mm) examined by
ultrasound. Each yellow box indicates an area that has been scanned in the microscope before
and after testing.
4.4 Summary
The switching dynamics have been measured and compared to the response
obtained by the mathematical representation of the actuator force, spring
force and fluid force. The correlations of these results are sufficient to apply
the model for optimization.
Stiction periods for a flat contact area are sufficiently predicted by simula-
tion. Introducing a cushioning groove means that the initial plunger position
plays an important role along with the choice of model to describe the flow in
and out of the groove. Experimental data of the cushioning groove pressure
during valve closing agrees with a Poiseuille flow model, the model is also
appropriate to predict the stiction force for the situation considered.
A movement-induced flow has been observed as a consequence of a mov-
ing plunger. This observation is done in two distinctly different test-rigs re-
sulting in different magnitudes, but both agreeing that the movement causes
a displacement of fluid as the theory predicts. The sizing of the plunger
therefore plays a role in determining the flow conditions during fast valve
switching.
The measured and simulated pressure gradient in the DDU chamber dur-
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From 5x lens to 20x lens 
Delamination 
wear
Total plunger (C2) surface
Wear mechanism 1 on 
outer ring (C1)
Wear mechanism 2 on outer 
ring (C1) – Ti-6Al-4V
Total plunger (C1) surface
Fig. 4.15: The three images in the upper part of the figure shows the outer contact surface of
plunger concept 1 (C1). The lowest images show the surfaces of plunger C1 and C2, a zoomed
image (5x lens) of the largest circle, and a further zoom (20x lens). The chosen section shows the
typical observed surface change, i.e. the dark spots.
ing compression and decompression are similar, i.e. the applied fluid com-
pressibility model is sufficient. The loss from supply to high pressure is
under-estimated by simulation, i.e. the actual hydraulic resistance is greater
than the theoretical one. The oscillation frequency plus amplitude of the
pressure in the piston chamber also shows a discrepancy which may be cor-
related to the difference in hydraulic resistance. The experiments showed that
the throttling loss is low, however the measurement is not accurate enough
to determine the exact magnitude of this loss.
The run-in wear on the moving-coil actuator was more severe than an-
ticipated. Longer periods of continuous operation were expected. However,
this preliminary wear study has found no significant issues on the sealing
surfaces. It is clear that this is no guarantee for the long-term effects. To do
lifetime testing of valves an entirely different test-rig is considered necessary.
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Fig. 4.16: Zeiss microscope images of plunger and seat wear zones with the relevant lengths
denoted. There is a difference of scale between seat and plunger images due to the focus of the
microscope. The images at the bottom show before and after views of the exact same location of
C2. A distinct surface anomaly was observed both before and after as denoted in the figure. The
differences are minor, but small ’spots’ as indicated are only visible on the after image.
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Based on the hypothesis of this work: "It is possible to advance and validate the
current state-of-the-art modelling framework describing the relevant fluid dynamics
of digital valves and reduce the impact loads." some closing remarks may be made.
5.1 Conclusions
A general design framework for digital valves was established based on the
state-of-the-art established in [Paper C]. Missing links to realize this frame-
work included knowledge about the fluid dynamical aspects during switch-
ing, as well as predicting long-term lifetime and wear. This work has in
total been advancing and validating models describing the fluid dynamics
in digital valves in order to predict the plunger speed near end-stop, and
to elaborate on the possibilities of applying models with different levels of
fidelity.
A dynamic 2D axisymmetric CFD simulation model was developed and
especially the stability of the solution near end-stop required customized
meshing techniques and dynamic constraint of the time step-size as briefly
discussed in [Paper E] and further elaborated in this dissertation. In [Paper A
& H] the models were sought validated by looking at the integrated quanti-
ties; fluid force and boundary mass flow rate. This concerns the Movement-
Induced (MI) force and the MI Flow (MIF) where measurements of the plunger
position served as in-direct validation of the fluid force.
The transient response of the orifice in a digital valve evaluated by CFD
simulation revealed a fluid inertia, which could be approximated by a simple
parametric expression [Paper E]. The effect of this transient response when
used in a DDU environment, i.e. describing the flow between accumulator
and pressure chamber gave rise to pressure chamber oscillations similar to
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the ones observed experimentally in [Paper G].
The computationally heavy simulation tool has been decomposed to a
lower fidelity parametric Lumped Parameter Model (LPM) aided by prior
proposals from the literature and from the observations done by CFD simula-
tion. These contributions have been presented loosely in [Paper A, D, E, H, I, J]
and summarized in this dissertation. The model adjustments concerns: deter-
mination and scaling of MI forces and flow by considering a baseline design;
a novel flow-induced force model; transient response of the orifice (fluid in-
ertia) and a model for a cushioning groove with stiction and damping effects.
Available models to quantify the reliability of seat valves were studied in
[Paper B]. The analysis showed a risk of internal leakage developing, but the
uncertainty related to this prediction essentially makes the approach unfit
to actually quantify the risk. A relationship between switching cycles and
internal leakage was used to assess the influence of such leaking valves on
the efficiency of a DDU in [Paper D]. This suggested that the valve losses
would be lowest when not utilizing the full displacement of the DDU.
A series of motor tests was presented in [Paper G], where two different
plunger concepts were tested. The tendencies of valve switching speed, en-
ergy loss and chamber pressure when varying the rotation speed revealed a
quicker plunger motion as rotation speed increased. In addition, the actuator
requirement lowered and the chamber pressure started diverging more from
the supply pressure.
The voltage shaping approach of [Paper F] did show theoretical poten-
tial to improve the DDU performance. However, implementation of the pre-
sented algorithm was not prioritized from a research perspective because the
plunger impact profile was not possible to measure or estimate properly by
the observer as discussed in [Paper G].
An example of the optimization problem was formulated with the re-
vised models describing the fluid dynamics. This means impact speeds of
the two valves could be constrained and/or minimized along with the en-
ergy losses. The example resulted in a design with significantly smoother
deceleration profile near end-stop, while maintaining the valve energy losses
low compared to the previous iterations. The plunger material was chosen
to be stainless steel to ensure a cheap design, and due to a lower plunger
volume, the mass of the plunger was approximately unchanged compared to
the prior titanium equivalent.
A preliminary study of the wear and failure modes of the plunger showed
high risk of failure in the moving-coil. Regarding the mechanical contact
surfaces no infant failures have been observed, however, visible wear zones
have been documented. These are relevant to study over longer periods of




The experience from this work has resulted in the following proposals for
further research topics in prioritized order.
• Manufacturing of the new prototype with possibility of measuring the
velocity profile near impact.
• The long-term durability remains to be validated by experiments. This
type of accelerated tests is a complicated discipline for hydraulic sys-
tems and no rigid methodology exists at the present of writing.
• Validation of the CFD framework during valve switching while a known
flow is flowing across the valve orifice.
• Additional experimental insight about the observed pressure oscilla-
tions.
• The CFD framework has its limitation in the elastohydrodynamic lubri-
cation regime where the fluid gap height goes to an order of magnitude
similar to that of the surface roughness. This may be resolved by using
the presented CFD framework in combination with methods of tribol-
ogy. This may become computationally expensive and not necessarily
realistic for optimization routines. However, it may give more accurate
fluid and contact pressures between the two bodies.
• The proposed models have some documented disagreements on the
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“Premature optimization is the root of all evil.”
– Donald E. Knuth (1938 – x)
This appendix gives an example of how the revised modelling framework
allows for a novel problem formulation where valve dynamics near the seat
can be employed to include the fluid dynamical aspects in damping and
stiction. The formulation also facilitates the knowledge gathered in previous
work of both optimization and prototype measurements [5, 68, 98]. To do
any type of optimization the objectives and requirement that are considered
most suited for the DDU must be defined. These must be predictable by the
models and in this case the objective function consist of implicit equations
that are dynamic and coupled. Therefore, no discretized valve geometries
(meshing) are used to locate candidate designs.
I.1 Objectives
The objective of a rotating machine is to convert mechanical energy (torque
and rotation speed) to/from electric (voltage and current) or hydrostatic en-
ergy (flow and pressure). The task thus exists in doing this as effectively
as possible, with a low volume and mass, preferably cheap and with suffi-
cient robustness. The end-cost of a product under development is normally
extremely difficult to predict, due to potential huge differences in costs re-
lated to manufacturing. The energy losses can be calculated to a sufficient
level of certainty as can the machine mass. The combined durability is not
possible to predict a priori at the current stage, but the factors influencing
this are known, and some precautions can be made to avoid less durable
designs. A series of metrics have been tested in this work, including: mass
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of the plunger, total valve mass, plunger radius, RMS between the supply
and chamber pressure, impact velocity, efficiency, amount of power utilized com-
pared to theoretical maximum. The two highlighted in italic font are the ones
resulting in most meaningful optimums, translated to the objectives
o∗1 = minx∈X
Eout,id − (Eout − E f − Ea) (I.1)
o∗2 = minx∈X
−żH,imp − żL,imp (I.2)
where X is the design vector space x is the design vector.
Other authors have focused on the switching time and the overall machine
efficiency [68, 98], and to avoid a low power machine (which could still have
high efficiency) a constraint is implemented to ensure a certain power output.
The formulation of o∗1 inherently tries to maximize the power output of the
DDU.
I.2 Design Variables and Constraints
The parameters that can be used to morph the machine are listed in Tab.I.1.
The choices of parameter and corresponding lower and upper bounds (lb and
ub) are determined from a priori systems knowledge, see similar studies [5]
& [68]. This knowledge is combined with the sensitivity study presented
in [Paper J] where significant parameters were found and basically when
lb = ub this is an easy way of disabling a parameter.
The constraints of the system relates to various features and are summa-
rized in Tab. I.3. These either require a static or a dynamic evaluation to be
checked and it is relevant to evaluate all static constraints initially, if these are
inactive the dynamic simulation can be performed thus avoiding unnecessary
computations.
The explanations of the allowable design variations are: Endon? deter-
mines if an end-damping spring is included or not. Cushon? determines if
cushioning grooves should be integrated or not. Acttop is able to choose
between various actuators (the latter has been optimized in two separate rou-
tines due to faster convergence).
Decreasing the low pressure manifold (pL) is an energy efficient way to in-
crease the differential pressure without scaling leakage losses. Furthermore,
if the energy of the low pressure line cannot be regenerated this is an effec-
tive way of increasing the machine efficiency. The issue arises if the pressure
is too low and cavitation occurs, this typically occurs if the stiction period is
too long compared to the value of pL. Therefore, a constraint is formulated
to avoid pressure below 1.5 bar.
The time for the actuators being on (tA,H,on and tA,L,on) and the voltage
step applied (uH and uL) are relevant in saving electrical energy and finding
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Table I.1: Parametrization of DDU design
x Name lb ub Unit
x1 : Endon? 0 1 [-]
x2 : Cushon? 0 1 [-]
x3 : Acttop 0 1 [-]
x4 : pL 3.00 10.00 [bar]
x5 : l1 0.10 0.40 [mm]
x6 : l2 0.10 0.40 [mm]
x7 : l3 0.10 0.40 [mm]
x8 : l4 0.10 0.40 [mm]
x9 : r1 0.25 1.0 [mm]
x10 : r2 0.25 1.0 [mm]
x11 : R 10.00 20.00 [mm]
x12 : ls 1.00 5.00 [mm]
x13 : win 2.00 7.50 [mm]
x14 : lB 0 1.00 [mm]
x15 : AN,c1 0 0.85 [mm2]
x16 : AN,c2 0 0.85 [mm2]
x17 : f1 0.20 0.80 [-]
x18 : f2 0.10 1.00 [-]
x19 : f3 0.40 4.00 [-]
x20 : ks 0 5.00 [N/mm]
x21 : θH 5.23 5.39 [rad]
x22 : θL 2.19 2.34 [rad]
x23 : tA,H,on 0.05 0.52 [rad]
x24 : tA,L,on 0.05 0.52 [rad]
x25 : tA,H,reverse 0 0.35 [rad]
x26 : tA,L,reverse 0 0.35 [rad]
x27 : uH -50.00 -5.00 [V]
x28 : uL -50.00 -5.00 [V]
x29 : uH,reverse 30.00 50.00 [V]
x30 : uL,reverse 30.00 50.00 [V]
Disabled parameters
xx : pH 350.00 350.00 [bar]
xx : re 16.50 16.50 [mm]
xx : rP 22.00 22.00 [mm]
xx : Ncyl 5 5 [-]
xx : Material 1 1 [-]
Table I.2: Objectives of DDU design
o Name Unit
o1 : Energy utilization J
o2 : Impact speeds m/s
Table I.3: Constraints of DDU design
g Name
g1 : Fst − Ff < 0
g2 : 1− δH − δL < 0
g3 : σlim − σs < 0
g4 : simcrash < 0
g5 : ηmin − η < 0
g6 : pmin −min(pC) < 0
g7 : max(pH,cush)− pcush,max− < 0
g8 : max(pL,cush)− pcush,max < 0
g9 : max(pC)− pmax < 0
g10 : żimp,H − żmax < 0
g11 : żimp,L − żmax < 0




No. of constraints length(g)
Parameters dimensions length(x)
Population size (NP) 5 length(x)
No. of generations ≈ 300
GDE settings: CR, F 0.25, 0.75
Total computation time 3.5 days
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the minimum required work. Furthermore, it is possible to reverse the force
(for soft-landing control) and therefore the algorithm can tune the period
of reverse force (tA,H,reverse and tA,L,reverse for both valves) and how much
power should be used for this (uH,reverse and uL,reverse). The durations are
given in radians relative to the switching angle, θH and θL respectively. This
corresponds to a constant time period since rotation speed is constant and is
radians/sec.
l1, l2, l3, l4, ls, r1, r2, w and R are geometric parameters as depicted in Fig. 3.20,
ks is the stiffness of the spring ensuring the valve being normally open (only
included when the MCA is used). The end-damping spring is determined
from its stroke length lB and f1, f2, f3 governs its thickness and remaining
dimensions as explained in section 3.3.
The current fixed values are for: the dimensions of the eccentricity (re, rP),
the high pressure manifold (pH), number of cylinders (Ncyl) and material
choice of the plunger (Material), which is set to be stainless steel.
Constraints with static dependencies
In g1 it is checked if the valves are normally open as intended. The maximum
flow force (Ff ) of the specific machine type is predicted and this is compared
to the static opening force (Fst) from either the spring assembly (in the MCA
topology) or the latching magnet (in the MMA topology).
The stresses of the end-damping spring are not allowed to cross a given
threshold. This can be computed based on the chosen design parameters and
compared to the value of σlim.
The expressions of fluid losses over one cycle was derived in section 3.3
along with the ideal output energy. These are used to estimate the DDU
efficiency and if this is not sufficient the design is discarded.
Constraints with dynamic dependencies
It occurs that the chosen design point give complex solutions or the numerical
stiffness becomes so severe that the solution is not found within the time
allocated per simulation (5 min). If this happens g4 is activated.
The purpose of g6 is to avoid cavitation, i.e. the algorithm will locate the
lowest possible pressure in the manifold that is sufficient to activate the LP
check valve without going into cavitation. pmin = 1.5 bar has been chosen.
If the algorithm chooses a cushion groove design a constraint is estab-
lished which limits the fluid pressure to avoid too large pressures. This is
ensured by g7.
The impact velocity is maintained under a given threshold to provide a




Setting up the Optimization Algorithm
There exists various types of algorithms which are programmed to locate
optimums in various types of problems. The definition of this optimization
problem consists of several objective functions and computational tricks to
avoid heavy simulations when not necessary. This calls for a versatile algo-
rithm that can handle these requirements and is proven useful for similar
problem formulations. This is the reason for choosing the Generalized Dif-
ferential Evolution (GDE3) algorithm by [43].
The crossover rate (CR) and the control parameter (F) together governs
the standard deviation in the populations, i.e. balancing between premature
convergence and locating optimal solutions in a proper time-frame. The val-
ues of the two have been determined based on previous research of a similar
problem [5] combined with the c-factor mentioned in [43] that when c = 1
no change in the populations diversity occurs as the generation number pro-
gresses, if c < 1 the diversity decreases (solution space converges) and if
c > 1 the diversity increases (solution space is continually explored).
c =
√
2F2CR− 2CRNP−1 + CR2NP−1 + 1 (I.3)
The chosen values of CR and F and the population size (NP) results in c =
1.13 and the GDE3 does therefore explore more and more of the solution
space over time.
I.3 Results
Initially two separate optimization studies were carried out each with two
objectives. Hereafter, a study with three objectives was done to investigate
the influence of another objective on the convergence time. Otherwise the
formulation of the problem was identical. The objective evaluations of the
optimization routine of the MMA are given in Fig. I.1. The results indicates
that when three objectives are defined convergence to a Pareto front becomes
slower/more difficult.
The achieved objectives are relevant to understand the obtainable perfor-
mance and trade-off’s.
From Fig. I.1a it is observed that wider designs utilize the energy better in
general. The two objective seems to be conflicting to some degree. However,
slim designs with almost optimal values of energy utilization exists.
In Fig. I.1b the tendency is that reducing the impact speed is not directly
conflicting with the energy utilization. Various designs exists which achieve
almost the same impact speed, but large changes in the energy utilization are
observed. A Utopian point is realistic for these objectives, i.e. the energy loss
by introducing end-damping is marginal.
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(a) Energy utilization vs plunger radius. (b) Energy utilization vs plunger impact speed.
(c) 3 objectives. (d) 3 objectives. (e) 3 objectives.
Fig. I.1: Pareto fronts when optimizing the valves in a DDU with specifications given in Chap-
ter 2. A MMA is applied to deliver the actuating force. Each Pareto rank is denoted with a color
encoding with blue being best and yellow worst. The two plots in the top are optimized as two
separate 2-objective formulations. The three at the bottom are from a 3-objective formulation.
118
I.3. Results
The analysis with three objectives does not reach the same performance
points and additional computational time would be necessary. This was
found after one week of optimization and it has been considered more fea-
sible to use the results of Fig. I.1a or Fig. I.1b. The plunger radius is not
as critical as durability for the considered application and therefore a design
from I.1b has been chosen for verification purposes and the radius considered
as a geometrical constraint. However, the results do indicate that a more com-
pact design is possible while maintaining high efficiency and not crossing the
defined constraints on the impact speed.
The distribution of the design variables for the latest generation shows
if design parameters have converged to one level or if they are evenly dis-
tributed. The distributions of all parameters are given in Fig. I.2 with an
estimated normal distribution on top which are valid for some values. Each
parameter is displayed within the defined lower- and upper-bound.
Fig. I.2: The design vector landscape corresponding to the objectives plotted in Fig. I.1b.
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The design points does not crowd toward any of the defined boundaries
indicating that these have been defined ’wide enough’ to capture the optimal




Fig. II.1: Distance to the plunger surface (concept 1) examined by ultrasound.
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Fig. II.2: Distance to the plunger surface (concept 3) examined by ultrasound.
Fig. II.3: Distance to the plunger surface (concept 4) examined by ultrasound.
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Fig. II.4: Valve plunger contact surface scans of concept 2, outer ring part 1.
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Fig. II.5: Valve plunger contact surface scans of concept 2, outer ring part 2.
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Fig. II.6: Valve plunger contact surface scans of concept 2, inner ring part 1.
125
Appendix II. Plunger Surface Scans












The paper has been presented and published in
Proceedings of the 2017 ASME/BATH symposium on Fluid Power and Motion
Control, Sarasota, USA, ISBN:978-0-7918-5833-2,
doi:10.1115/FPMC2017-4230.
c©2017 ASME
The layout has been revised.
Paper B






The paper has been published & presented at
The Ninth Workshop on Digital Fluid Power, Aalborg, pp. 1–18, September 7-8,
2017.
2017 AAU, Energy Department
The layout has been revised.
Paper C
Towards a modelling framework for designing active





The paper has been published in
International Journal of Fluid Power, vol 19, issue 1, pp. 49–64 , 2017,
doi:10.1080/14399776.2017.1377027.
c©2017 IJFP
The layout has been revised.
Paper D
Evaluating the Influence of Leaking Active Check





The paper has been presented & published in
Proceedings of the 2018 IEEE Global Fluid Power Society PhD Symposium,
Samara, Russia, ISBN:978-1-5386-4785-1, doi:10.1109/GFPS.2018.8472399.
c© 2018 GFPS
The layout has been revised.
Paper E
Numerical Investigation of Switching Features of a





The paper has been published in
International Journal of Fluid Power, vol 19, issue 3, pp. 152–164, 2018,
doi:10.1080/14399776.2018.1491755.
c© 2018 IJFP
The layout has been revised.
Paper F
A Multi-agent Evolution Algorithm used for Input





The paper has been presented and published in
Proceedings of the 2018 ASME/BATH Symposium on Fluid Power and Motion
Control, Bath, UK, ISBN:978-0-7918-5196-8, doi:10.1115/FPMC2018-8870
c© 2018 ASME/BATH
The layout has been revised.
Paper G
Experimental Study of a Digital Displacement





The paper has been published and presented at
the Tenth Workshop on Digital Fluid Power, Linz, Austria.
at 1-3 March 2019
The layout has been revised.
Paper H
Measurements of a Novel Digital Hydraulic Valve






The paper is accepted for publication and has been re-submitted for the
second review process
Journal of Dynamic Systems, Measurement and Control
c©2019 ASME
The layout has been revised.
Paper I
Feasibility of Deep Neural Network Surrogate




The paper has been published at
Modeling, Identification and Control, 2019
c© 2019 MIC
The layout has been revised.
Paper J
Parameter Correlation by Static and Dynamic
Evaluations Utilizing a Mechatronic Design




The paper is under review since November 19th, 2018 for
the IEEE/ASME Transactions on Mechatronics
c© 2018 IEEE/ASME











































ISSN (online): 2446-1636 
ISBN (online): 978-87-7210-474-4
